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SECTION-1 
 
INVITATION TO TENDERERS 
 
1.1Sealed tenders on Item Rate basis are invited in  the prescribed form 

by the D.G.M. STATE BANK OF TRAVANCORE, Regional office, T hird Floor, 
SBT House, 18/4, Aryasamaj Road Karol Bagh  , New D elhi-110005. from 
Emplaned Contractor of State bank of India/ Associa ted Bank/Public 
Sector Banks for Interior & Furnishing of INDIRAPURAM BRANCH.GHAZIABAD  

 
TENDER NO NAME OF WORK VALUE OF WORK TIME OF 

COMPLETION 
EARNEST MONEY 

     
GR/ SBT / 

INDIRAPURAM
/01/10 

Furnishing, 
Renovation of  
INDIRAPURAM BRANCH  
For  STATE BANK OF 
TRAVANCORE 

 

Rs.25.70 LACS  
(approx.) 

  45 DAYS Rs.25000.00 

 
1.2  The work as detailed in this tender shall be e xecuted and completed 

in all respect within a period of 45 DAYS from the 5 th  day of date 
of written order to commence the work or handing ov er the site 
whichever is earlier in accordance with the tender Documents, 
Instructions to tenders, Technical specification, B ill of 
Quantities, conditions of contract, Schedules & dra wings, to the 
satisfaction of Architect/ Employer. 

 
1.3   The Tendered is required to deposit 25000.00 as Earnest Money  along 

with the tender in the form of crossed Demand Draft  only and 
Earnest money in any other form shall not be accept ed, payable at 
DELHI in favour of State bank of Travancore . The Earnest Money will 
be refunded without any interest to be unsuccessful  tenders after 
award of contract. 

         
1.4   Tenders filled in the prescribed form along w ith E.M.D in sealed 

cover in envelops as mentioned in clause 1.15 and s uper-scribed 
with the name of work, to be submitted to  THE D.G.M. STATE BANK OF 
TRAVANCORE, Regional office, Third Floor, SBT House , 18/4, 
Aryasamaj Road Karol Bagh  , New Delhi-110005 Envelope, to be 
submitted not later than 3.00 P.M. ON 8th   JULY.2010 , bid to be 
opened same date 8th  JULY.2010 at 3-30 P.M. in the presence of 
tenderers or their representatives. 

  
1.5   Tender documents can be obtained on working d ay from 10.30 hrs to 

18.00 hrs from The Grid, e-326, greater kailash-II  New Delhi-48.  
The relevant drawings are enclosed within the tende r along with set 
of specifications. 

 
 
1.6   Rates must be quoted for complete work at sit e inclusive of all 

costs, taxes and charges, including DVAT, Service t ax etc. All 
taxes and duties including sales Tax, E.S.I. charge s etc. as 
applicable at Delhi . Central or octroi, Royalties, inter state 
transportation etc. on works and materials required  for use in this 
project shall be entirely borne & payable by the co ntractor the 
Employer will not entertain any claim whatsoever in  this respect. 
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1.7   The tenders shall remain valid for acceptance  by the Employer, for 

a period of 120 days from the date of opening of te nder. 
 
1.8    Total security deposit: The total security deposit on the contract 

shall be calculated as under: 
10% of the cost of work. Out of this 2% shall be in  the form of 
initial security which INCLUDES EMD. Balance 8% sha ll be deducted 
from the running account bills of the work.50% of t he total 
security shall be refunded to the contractor on the  basis of 
Architects certifying virtual completion of work. T he balance 50% 
will be paid to the contractor after the defect lia bility period as 
specified in the contract provided he has carried o ut all the 
defects in accordance with the condition of the con tract and 
clearance if any or the observations of the CTE or CVC.  

 
1.8.1 Total security deposit  shall comprise of: 
 
          (a) Earnest Money Deposit. 
          (b) Initial security Deposit. 
          (c) Retention Money.  
  
1.9   Initial Security Deposit. 
 
1.9.1 The amount of Initial security Deposit shall be 2% of the accepted 

value including earnest money. The balance amount o f Initial 
security Deposit is to be deposited by the contract or with the 
Employer within 10(ten) days of intimation to him o r the acceptance 
of the tender in the form of Demand Draft.  

 
1.10  Retention Money       
 

The retention money may be refunded 14 (fourteen) d ays after the 
end of defects liability period provided he has sat isfactorily 
carried out all the work and attended to all defect s in accordance 
with the conditions of the contract, including site  clearance. 

 
1.11 Earnest money of the successful tenderer will be liable to be 

forfeited in the event of refusal or delay on his p art in 
depositing initial security deposit and signing the  agreement 
within 7(seven) days, of the issue of letter of awa rd of the work. 

 
 
1.12  Tender document duly filled and signed by the  tenderer shall be 

submitted as the tender for the work. 
 
1.13  The STATE BANK OF TRAVANCORE and the Architects   M/S THE GRID do 

not bind itself to accept the lowest or any tender,  or to assign 
any reason thereof and also reserves the right of a ccepting the 
whole or part of the tender and the tenderer shall in such an event 
be bound to perform the contract at the same rates quoted in the 
tender for the various items of the work. 

1.14  Canvassing in any form in connection with the  tender is strictly 
prohibited and the tenders submitted by the contrac tors who resort 
to canvassing in any form should be liable for reje ction. 
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1.14  The tendering firms, in case the tenderer is a partnership firm, 
shall submit the tender signed by all the partners.  In the event of 
absence of any partner, it must be signed on his be half by a person 
holding power of attorney authorising him to do so and such power 
of attorney shall be attached along with the tender .  

 
1.15  MODE OF SUBMISION OF TENDER: 

 
The tender shall be submitted in accordance with th e procedure 
detailed below: 
 

1.15.1      Envelope marked No-1 shall contain Earn est Money Deposit 
Furnished in form as mentioned in tender along with  a Letter 
of unconditional acceptance of All tender condition s. 

 
1.15.2      Envelope marked No-2 shall contain the priced Tender Document 

along with Additional copy of Priced Bid . 
 
1.15.3      Envelope No-3 shall be of adequate size  and shall contain 

Envelope marked no-1 and no-2 and shall be properly  sealed. 
The envelope shall be endorsed from outside as “ Tender for 
Interior Renovation At INDIRAPURAM BRANCH,GHAZIABAD  

 
1.16   Opening Of Tender 

The tender shall be opened in DELHI REGIONAL OFFICE in the 
presence of the Bank officials, Architect and tende rers or 
their respective representatives. 
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                   APPENDIX SHOWING IMPORTANT SCHED ULES 
      
 1.SIGNING THE AGREEMENT           Within 7 days of  the issue of 
                                   letter of intend /order. 
 
 2.DATE OF COMMENCEMENT  Within 5 days of issue of               

letter of intend/order or the day on 
which the contractor is given the site 
whichever is earlier. 

 
 3.PERIOD  OF  COMPLETION         45 Days  from  the  date  of  
                                  Commencement of w ork. 
 
 4.LIQUIDATED DAMAGES             0.5% of contract amount per 
                                  Week of delay sub ject to the  
                                  max. of 5%  of th e accepted  
                                  contracted sum. 
                      
 5. VALUE OF                      Not less than 8,00,000 /-  
   RUNNING/ON ACCOUNT BILL      
 
 6.INITIAL SECURITY DEPOSIT       2% of the accepte d value  
                                  of the Tender les s  
                                  the Earnest Money . 
 
 7.  TOTAL SECURITY DEPOSIT       10% of total valu e of work 
 
 

8.  TAX DEDUCTION      DVAT and Income Tax will be deducted 
At prevailing rate from  

                                  each bill. 
 
 9. DEFECTS LIABILITY             12 Months after V irtual completion 
 
 
 10. PERIOD  OF  FINAL             2 Week after vir tual  
     MEASUREMENT                   completion of wo rk.     
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SECTION-2           
           
INSTRUCTIONS TO TENDERERS 
 
2.1  The tender shall examine carefully all the ten der documents 

consisting of:         
          -    Invitation to Tenderers. 
          -    Instructions to Tenderers. 
          -    Form of Agreement. 
          -    General and special conditions of co ntract. 
          -    Bill of quantities. 
      These shall form part of the Agreement.  

The tendered is advised to visit and inspect the si te at his own 
cost and responsibility and to secure all necessary  information 
which may be required for completing the tender. Ig norance of site 
conditions is an excuse for non-performance of the contract. All 
costs, charges and expenses that may be incurred by  the tendered in 
connections with the preparation of his tender shal l be borne by 
him and the Employer/Architect do not accept any li ability 
whatsoever in this regard.    

 
2.2   Time is the essence of the contract and the t enders are 
      required to complete the work in all respects  within the stipulated 

time of completion and hand over the same, complete  in all respects 
to the satisfaction of the Architects. 

  
2.3   The tender should contain not only the rates but also the Value of 

each item of work entered in the prescribed column of the B.O.Q. 
and all the items should be totalled up in order to  show the 
aggregate value of the entire tender. The rates quo ted by the 
tendered should be expressed accurately both in wor ds and figures 
so that there is no discrepancy.  
All corrections in the tender shall be duly atteste d by initials of 
the tenders. Corrections, if not attested, may enta il rejection of 
tender. The rates quoted by  the tenders in words i n item rate 
tender will be the basis(and not the amounts in cas e of 
discrepancies) in finalising the tender VIZ. 
 
a)When there is a difference between the rates in f igures & in 

words, the rates which correspond to the amounts wo rked out by 
the contractor, shall be taken as correct. 

b)When the amount of an item is not worked out by t he contractor or 
it does not correspond with the rate written either  in figures 
or in words, then the rates quoted by the contracto rs in words 
shall be taken as correct. 

c)When the rates quoted by the contractor in figure s and in words 
tallies but the amount is not worked out correctly,  the rates 
quoted by the contractor shall be taken as correct & not the 
amount.   

            
2.4   It shall be clearly understood that the rates  quoted in  the tender  

are  to  be,  for complete  work  at  site,  as  pe r instructions 
to Tenderers, conditions of       contract,  specif ications and 
drawings, addenda referred  to therein and also for  all such works 
as are necessary for the proper  completion of the contract, 
although  specifications thereof  may  not have bee n made in  the  
specifications  or drawings or  tender documents. T he rates shall 
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be firm and shall not be subject to cost escalation  on account of 
labour and  material  and, labour conditions or  an y  other  
reason whatsoever. 

  
 2.5  The  tenders  shall  use only the form  issue d  with  this tender 

to fill up the rates.   
 
2.6  Every  page of the tender shall be signed on t he  left      hand 

side  bottom corner and any tender not so complied  with  is 
liable to be treated as defective and liable to be rejected. 

 
 2.7   In the event of a tender being selected for acceptance, The  
       STATE BANK OF TRAVANCORE will inform the tendered of the 

specification and other documents for the acceptanc e with the  
tender. The tendered  of  the successful tender sha ll also  
deposit  the required amount of the security money within the  
prescribed time  and  if  the tendered fails to  de posit  the  
required amount of the security money within the pr escribed 
period. The  Employer may reject the tender. 

 
  2.8 The  successful tendered will be notified abo ut the            

acceptance of his tender by the Employer and he wil l have to 
deposit balance amount initial security and execute  agreement 
within 7(seven) days thereof, failing which his ten der  would   be 
liable to rejection with forfeiture of the Earnest Money. 

 
  2.9  The tendered shall fill up the complete form  of article  
       of  agreement  before submission of  tender.  Failure to  
       comply may entail rejection of the tender. 
 
  2.10 The contractor will be governed by the India n contract  Act, 

Indian  sale  of good Act and all other relevant  l aws,  All 
payments  due to the contractor under the contract  will  be made 
in Indian Rupee currency. 

 
  2.11 The  rates  quoted shall be for complete wor k  at  site  and 

should  be  inclusive of incidentals necessary for  carrying Out 
the work. The rates shall be inclusive of sales Tax  applicable at 
Delhi. for DVAT, Central or State sales Tax, octopi Duty, Royalty, 
ESI or any other  tax  or duty  levied by any gover nment or public 
bodies.  The rates shall be firm and shall not be s ubject to cost 
escalation of labour and material and exchange vari ations, labour 
conditions and other conditions whatsoever. 

 
  2.12 A schedule of approximate quantities for var ious items accompanies 

this tender. It shall be clearly understood that ne ither the 
Architect nor the Employer do not accept any respon sibility for 
the correctness or completeness of this schedule in  respect of 
items and quantities and this schedule is liable to  alterations by 
omission, deduction or additions at the discretion of the Employer 
in consultation with the Architect without violatin g the terms of 
the contract.  

 2.13  The  contractor  must produce latest  Income   Tax  clearance  
certificate along with his tender.   
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2.14   Form  of Tender  for works contained in sect ion-3  shall  be 
completed  along  with  submission of  tender.  In case of 
failure to do so the tender is liable to rejection.   

  
 2.15  The  Employer does not bind itself to accept  the  lowest   or any 

tender or to assign any reason thereof and also res erves the 
right of accepting the whole or part of the tender.   The part 
acceptance will not violate the terms and condition s of the  
contract  and will execute the work  at  the  speci fied rates 
without any extra charges or compensation. 

 
 2.16 Income  tax  deductions will be made as per  the  prevailing rates 

from the contractor's on account bills. 
 
 2.17  No  mobilisation  advance  or  secured  adva nce  is  to  be 

forwarded to the contractor. 
 
 2.18  Power and water connection if required is to  be arranged by the 

contractor and all expenses pertaining to electrici ty and water 
used during the course of work shall be borne by th e contractor. 
If the contractor uses the bank’s electricity and w ater, an 
amount of Rs.5000/- (Rupees five thousand only) sha ll be deducted 
from his bill. 

 
2.19Defect liability period is for 12 months from t he date of 

certifying virtual completion by the Architect. 
 

2.20As per IBA guidelines freak rates analysis will  be conducted 
against lower and higher rates observed in any tend er and 
contractor will have to submit rates analysis for s uch items for 
which freak rates have been observed. Higher freak rates can be 
lowered by the Bank to bring them at par with Archi tect’s 
standard rates. 

 
2.21The tendered must associate himself with agenci es of the 

appropriate class for specialised works such as flo oring, tiling, 
false ceiling, electrical works etc.  
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                              SECTION-3 
                              --------- 
               
       -------------------------------------------- ------------- 
                            FORWARDING LETTER 
       -------------------------------------------- -------------- 
           
         FROM:     ................................ ..... 
 
                    ............................... ...... 
 
                    ............................... ...... 
 
                    ............................... ...... 
 
         TO :     D.G.M. STATE BANK OF TRAVANCORE,  
                  Regional office, Third Floor,  
                  SBT House, 18/4, Aryasamaj Road  
                  Karol Bagh  , New Delhi-110005 
                    
 
         REF.     Interior & furnishing , Electrical and A.C. work of   

INDIRAPURAM Branch of 
State Bank of Travancore  
 

 
         DEAR SIR, 
                     
          1. With reference to the tender invited b y you, I/we  hereby 

offer to perform, provide, execute and complete  th e  works  in 
conformity with conditions of  contract,  drawings and  
specifications for the respective items of schedule   of 
quantities attached hereto. 

 
          2.I/we have satisfied myself/ourselves as  to the          

location and prevailing conditions of the site, and  have read 
carefully the articles of agreement, conditions of contract, 
specification, general and special conditions, Tech nical 
specifications, etc. and I/we understand that the w orks are to 
be completed within 45 Days  from the date of commencement and 
fully under stand that the time will be the essence  of the 
contract. 

 
          3.  I/we enclosed a demand draft for Rs 25000.00  drawn 

on.............................. payable at DELHI in favour of 
STATE BANK OF TRAVANCORE as earnest  money and fully 
understand that this amount will not bear any inter est. 

 
4. I/we agree to keep the offer for 90 days from th e date of 
opening the tender.                                             

             
          5. Should this tender be accepted in whol e or in Part, I/we 

hereby agree to abide by and fulfil all the        terms and 
conditions annexed hereto. If I/we fail to commence  the work 
specified in tender documents, I/we agree that my/o ur earnest 
money shall stand forfeited. I/we also agree to the  balance 
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Retention money being deducted from my/our bills in  accordance 
with the conditions of contract. 

 
          6. All the terms and conditions contained  in the          

notice Inviting Tenders, Conditions of Tender, Spec ial 
specifications, General specifications for executio n of the 
work and additional conditions and the agreement et c. 
Constituting the tender documents have been fully r ead by 
me/us and explained to me/us and I/we hereby accept  the same 
and sign hereunder in token of their acceptance. 

 
7. We are further enclosing herewith the following                      
documents: 

 
          i) Partnership Deed, Article of Associati on and Power 

of Attorney. We agree that no change will be  made 
in  these documents without prior approval of the 
Employer. 

 
          ii)   Tender documents duly signed along with  detailed 

programme and targets of completion of each item 
work. 

 
iii)  Details of deployment of manpower, machinery,  plant 

and equipment. 
 
          iv)      Latest I.T.C.C. 
 
          V)       Demand draft no............. dat ed......... drawn            
 
          Name of the Partners/Directors 
          of the firm     

 
1)     

          2)                      
Yours faithfully, 

 
          Date:________________                                            
 
          Witness:____________   
          

Name & sign. of Tenderers (s) 
          office stamp & seal of the Tender(s) 
          

Address:__________________               
                  __________________ 
                  __________________ 
 
          Occupation:_______________ 
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                  ON NON JUDICIAL STAMP PAPER OF Rs 100/-  
AGREEMENT 

                              ---------                         
    This agreement made the..........day of ....... ............ Between 

The STATE BANK OF TRAVANCORE, INDIRAPURAM BRANCH, GHAZIABAD, a 
corporation incorporated under the State Bank of Tr avancore Act and 
having its Corporate centre at Madame Cama road, Mu mbai- 400021 
(hereinafter referred to as the Employer which expr ession shall 
include their heirs, executors, administrators and assigns) of the 
one part and M/s___________________________ (herein after referred to 
as “contractors” which expression shall include the  present 
directors/partners and also directors/partners from  time to time as 
also their respective heirs, Legal representatives,  administrators 
and assigns)of the other part. 
 
Whereas the Employer is desirous of executing remod elling and 
Interior renovation works of  INDIRAPURAM BRANCH, GHAZIABAD, and has 
caused drawings, bills of quantities, and specifica tions describing 
the work to be done prepared by M/S THE GRID E-326 GREATER KAILASH-II 
N. DELHI-48 , (hereinafter referred to as “the Architects”) 
 
WHEREAS the said drawings and the specifications an d the price 
schedule of quantities have been signed by or on be half of the 
parties hereto and WHEREAS the contractor has agree d to execute upon 
and subject to the conditions set forth herein, her eafter referred as 
the said  conditions  the  work  shown upon the sai d drawings and 
described in the said specifications and the said p riced  schedule   
of  quantities  at the respective rates mentioned  in  the  priced  
schedule of quantities, which is a part of the Tend er document. For 
sum of Rs._________/-(Rupees_______________________ _________) 

    
    NOW IT IS HEREBY AGREED AS FOLLOWS 
    ---------------------------------- 

1.   In consideration of the said contract, payment s to be made to 
the said conditions execute and complete the works shown upon 
the said Drawings and such Further detailed drawing s as may be 
furnished to him by the said Architects and describ ed in the 
specifications and the said priced schedule of quan tities. 

 
2.   The employer shall pay the contractor such sum s as shall become 

Payable hereunder at the times and in the manner sp ecified in 
the said conditions. 

 
3.   The said contract comprised the building above  mentioned and 

all subsidiary works connected there within the sam e site as 
may be ordered to be done from time to time by the said 
Architects, even though such works may not be shown  on the 
Drawings or described in the said specifications or  the priced 
schedule of quantities. 

 
    4.   The Employer through Architect reserves to  himself the right of 

altering the drawings and nature of the work and ad ding to or 
omitting any items of work, check of measurement, p ayment 
certificate, variation arising in view of change of  scope of 
work and approval of rates of extra substituted ite ms. The 
decision of the Employer shall be final and binding  in this 
regard.  
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5.   The Employer in consultation with the Architec t reserves the 

right to exercise control on quality of work, check  of 
measurement, payment certificate, variation arising , in view 
OF change of scope of work and approval of rates of  extra 
substituted items. The decision of the Employer sha ll be final 
and binding in this regard. 

 
6.   The following documents shall be deemed to for m and constructed 

as part of this agreement along with the amendments , 
negotiated and confirmed in various subsequent Lett ers 
exchanged as mentioned hereinafter and parties here to will 
respectively abide by and submit themselves to the conditions 
and stipulations and perform the agreement on their  parts 
respectively in such conditions contained. 

     
          i)     Notice inviting Tender (Page NO:2- 5) 
          ii)    Instruction to Tenders (Page No:6- 9) 
          iii)   General & special conditions of th e contract 
          iv)    Technical specifications 

v)  Schedule of quantities 
vi)  Architect’s Letter No…………………………… Dated………………  
vii)  Contractor’s Letter Dated:……………………………… 
viii)  Architect’s letter no-------- dated ----- to      

contractor, awarding the contract. 
        ix)  Contractor's letter dated...../...../. ...../  to  the 

Employer in acceptance of the award of contract. 
    7.   All disputes arising out of or in any way connected with the 

agreement shall be deemed to have arisen at NEW DELHI only, The 
court in NEW DELHI shall have jurisdiction to determine the 
same. 
As Witness our hand the day and year first above wr itten. 

IN presence of : 
 
Signature     Signature by said Employer 
 
Name      Name  
 
Occupation     Designation 
 
 
Address     Address 
For 
In Presence of 
 
Signature     Signature bythe Said Contractor  
 
Name      Name 
 
Occupation     Designation 

 
Address     Address 
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SECTION-5 
--------- 

 
CONDITIONS OF CONTRACT 
---------------------- 

 
    5.1   DEFINATIONS 
          ----------- 

 
In this contract (as hereinafter defined) the follo wing 
works and expressions shall have the  meaning there by          
assigned to them unless the contract described a  d ifferent 
meaning. 

 
i) EMPLOYER' means the STATE BANK OF TRAVANCORE, INDIRAPURAM 

BRANCH, GHAZIABAD, and includes their authorised representative 
to deal with any matters on his behalf. 

ii)’ARCHITECTS' means the Architects/consultants em ployed-by  
The Employer STATE BANK OF TRAVANCORE for the above mentioned 
work. 
 

    iii) `Contractor' means the individual, firm or  company  whether 
incorporated or not, with whom the contract is ente red  into and   
includes  the  heirs,  executors,   administrator o r successors, 
permitted assignors or legal representative,  as th e  case may 
be, of such individual, firm or  company,  and  fur ther includes 
the term successful tendered. 

 
    iv)  The expression `contract’ means the docume nts forming the tender 

and acceptance thereof and includes the Invitation to tender, 
Instructions to Tenders, formal agreement executed between the 
Employer and the contractor, general conditions of  contract  
together with documents referred  to therein, Techn ical 
specifications, Drawings, and priced schedules of q uantities. 
All these documents, taken together shall be deemed  to form one 
contract and shall be complementary to one another.  

 
 v)  Tender' means the offer made by any individual , firm/firms or 

company/companies for execution of the works. 
 

  vi)`Tendered' means the individual, firm/firms or            
company/companies submitting a tender. 

 
    vii) `Acceptance of tender' means the letter or  memorandum from the 

Employer  communication  to the tendered the  accep tance  of  
this  tender  and  includes the advance  acceptance   of  his  
tender.       

  
 
   viii) The  expression  `works'  or  `work'  wher e  used  in  these  

conditions  shall  unless  here by mentioned either   in  the 
subject  or  context  represents to such constructi on, to  be 
constructed, taken to mean the works by or by virtu e of  the    
contract  contracted  to be executed, whether  temp orary  or  

          permanents,  and  whether original, alter ed  substituted  or   
additional.     



 
 

 
 

15 

   ix)  `Drawings' means the drawings referred to i n the tender documents 
including any modifications of such drawings approv ed in 
writing by the Architect and furnished by the contr actor and  
approved  by   the Architect. 

 
    x)  `Temporary  work' means all temporary works  of  every  kind 

required   in   or  about  the  execution,   comple tion   or  
maintenance of the works. 

 
    xi) `Urgent  work' shall  mean any urgent measu res which  in  the 

opinion of the Resident Engineer become necessary d uring the  
progress  of  the work to  avoid  any risk  of  acc ident  or 
failures or which become necessary for execution ur gently.  

 
    xi) `Site means the actual place or places as d escribed in the tender 

at which the construction of works is to be carried  out by the 
contractor together or with so much of the area sur rounding the 
said place or places as the contractor shall with t he consent 
of the Resident Engineer, actually use in connectio n with the 
works otherwise than merely for the purpose of acce ss to the 
said place or places. 

 
  
    xii) `Normal Working Hours' shall mean 9 (nine hours per day). The 

specific timing would vary depending upon the seaso ns. 
 

  xiii) `A Day' shall mean a day 24 hours from mid- night  to  mid-night 
irrespective of number of hours worked in that day.  

 
    xiv) `A  week' shall means 7 (seven) days witho ut regard  to  the 

number of hours worked in any day in that week. 
 
    xv)  `A month' shall mean a calendar month with out regard to  the 

number of days in that month. 
 
    xvi)  `Unit' means metric units. 
 
   xvii) Terms & expressions not herein defined sha ll have the meanings 

assigned to them in the Indian General Clauses Act, 897  or the 
Indian contract Act or the Indian  Sale  of goods  Act or any 
other applicable Indian Law. as  the  case  

          may be. 
 
  xviii) `Approved' and `Approval' respectively mea n approved or  
          approval in writing including subsequent written confirmation 

of previous verbal approval. 
 
   xix) `Test' means such tests as are prescribed b y the         

specification  herein  or by the Resident  Engineer   or  his 
Representative,  whether performed by the contracto r  or  by 
the  Resident Engineer or his representative or any    agency  
action under the direction of the Resident Engineer . 

 
   xx)   `Act of Insolvency' shall mean any act of insolvency defined by 

the presidency Towns Insolvency Act or the provinci al 
Insolvency Act amending such original. 
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   xxi)  `Specification' means the standard specifi cations for works and 
materials of the Employer and specifically brought out in the 
tender, as amplified added to or superseded by spec ial 
specification and embodied in the contract. In abse nce of any 
specifications for any item of           the work, the 
relevant specifications in CPWD and IS code shall b e followed 
and work shall be executed accordingly. 

 
  xxii)  `Notice in writing' or written notice shal l mean a notice in 

written, typed or printed characters sent (unless d elivered 
personally or otherwise proved to have been receive d) by 
registered post to the last known private or busine ss address 
or registered office of the addressee and shall be deemed to 
have been received when in the ordinary course of p ost it 
would have been delivered. 

 
 xxiii)  `Period of Maintenance' shall means the sp ecified period of 

maintenance from the date of completion of the work s, as 
certified by the Architect. 

 
  xxiv)  `Virtual completion' virtual completion sh all mean that the 

works are ready and fit for occupation, including a ll 
installations as required in the contract in comple te working 
order to the full satisfaction of the Employer. 
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 5.2    EXTENT OF CONTRACT 
           ----------------- 
 
    5.2.1  EXTENT OF CONTRACT 
           ------------------ 
           The contractor shall supply at his own c ost all                

materials instruments, ladders, cordage, tackle, sc affolding, 
and temporary works required for the proper executi on of the 
work whether original, altered or substituted and w hether 
included in the specifications or other documents f orming 
part of the contract or referred to in these condit ions or 
not and which may be necessary for the purpose of s atisfying 
of conditions he is entitled to be satisfied, which  he is 
entitled to require together with carriage, therefo re to and   
from the  works. The contractor shall also supply s urvey           
instruments and other materials necessary for the p urpose of 
setting out works, and counting weighing and assist ing to the 
measurement or examination at any time and from tim e to time 
of the work material, failing his so doing the same  may be 
provided by the Engineer-in charge at the expenses may be 
deducted from any money due to the contractor, unde r the 
contract from his security deposit or the proceeds of sale 
thereof. The contractor shall also provide a suffic ient 
portion of fencing the lights required to protect t he public 
from accident, and shall be bound to bear the expen ses of 
neglect of the above precautions, and to pay any da mages and 
costs which may be awarded in any such suit, action  or 
proceedings to any such person or which may with th e consent 
of the contractor be paid to compromise any claim b y any such 
person. In no case, the Employer shall be as a part y to any 
such claim/claims and the contractor shall indemnif y the 
Employer against any claim for any person on this a ccount. 

 
    5.2.2. SUFFICIENCY OF TENDER 
           ---------------------- 
 
           The contractor shall be deemed to have s atisfied himself 

before tendering as to the correctness and sufficie ncy of   
his tender for the work and of his prices for the w ork and of 
his prices stated in the schedule, which shall, exc ept in so 
far as it is otherwise provided in the contract, co ver all his 
obligations under the contract and all matters and things 
necessary for the proper completion and maintenance  of the 
work.  

 
     5.2.3. ASSIGNMENT OF SUB LETTING OF CONTRACT 
           ------------------------------------- 
           The contractor shall not assigns the con tractor any    part 

thereof or any benefit or interest therein or there  under or 
any claim arising out of the contract to any other party 
without the prior written consent of the Employer. 
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5.2.4. POWER TO MAKE ALTERATIONS 
           ------------------------- 
         i) The Employer shall have power to make a ny      alterations or 

additions to the stipulated specifications, drawing s, 
designs, and instructions that may appeal to him to  be 
necessary or, advisable during the progress of the work and 
the contractor shall have no claim for compensation  on 
account of such alterations or additions, The contr actor 
shall be bound to carry out the work in accordance with any 
instructions which may be given to him in writing s igned by 
the Architect and such alterations shall not invali date the 
contract, and any additional work  which the contra ctor may 
be directed to do in the manner above specified as part of 
the work shall be c arried out by the contractor on the               
same  conditions in all respects on  which he agree d to  do 
the main work and at the same rates as are specifie d in  
the  tender  for the main work.  The  time  for the   
completion  of  the  work  shall  be   extended  in  the 
proportion  that  the  additional   work  bears  to  the 
original  contract  work  and the   certificate  of  the  
Architect/Employer shall be conclusive as to such 
proportions. 

 
    5.2.5. WORKS SUBJECT TO APPROVAL OF ARCHITECT 
           -------------------------------------- 
 (i) All works to be executed under the contract sh all be 

subject the approval of the Architect who in consul tation 
with the EMPLOYER (BANK) shall be entitled to direc t at 
what point or points and in what manner they are to  be 
commenced and from time to time carried on.  

 
ii) URGENT REPAIRS AND URGENT WORKS 

               ------------------------------- 
 
               If by reason of any accident or fail ure or other event 

occurring to or in connection with the work or any  part 
thereof either the period of Guarantee, any remedia l or  
other  work or repair shall in the opinion of  Arch itect/ 
Bank’s Engg.  be urgently necessary for security  a nd  the   
contractor  is unable or unwillingly at one to do  such   
work  or  repair, the Employer may on its own  get  the  
work  done remedied/repaired as the  Bank’s  Engine er may  
consider necessary. If the work or repair so done b y the 
Employer is such which, in the opinion of the Archi tect 
the contractor was liable to do at his own expense under 
the contract, all costs and charges incurred by the  
Employer in doing so shall on demand be paid by the  
contractor to the Employer or may be deducted by th e 
Employer from any money due or which may become due  to the 
contractor. Provided always that the resident engin eer 
shall soon after the occurrence of any such emergen cy as 
may be reasonably practicable notify the contractor  
thereof in writing.  
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5.3    ARCHITECTS STATUS AND DECISIONS 
           ------------------------------- 
           a)  STATUS: 
               ------ 
               The Architects shall have the author ity on behalf of the 

Employer to stop the work whenever such stoppage ma y be 
necessary to ensure the proper execution of the wor k. 

            
           b)  DECISION: 
               --------- 
               The Architect shall make decisions o n all claims of the 

contractor and on all other matters relating to the  
execution & progress of the work or the interpretat ions of 
the contract              documents. The decision, 
opinion, direction of the Employer with respect to all or 
any of the following matters shall be final and wit hout 
appeal: 

 
               i)  Variation or modification of the  design 
              ii) The quality or quantity of works  or the                                  

additions/alterations or omissions or substitutions  of 
any work. 

             iii) Any discrepancy in the drawings o r between the Drawings 
and/or specifications.  

              iv) The removal and/or re-execution o f any works by the 
contractor. 

               v) The  dismissal  from  the  work  of  any  persons 
employed thereon. 

              vi) The opening up for inspection of any work  covered up. 
             vii) The amending and making good of a ny defects  under 

defects liability period. 
            viii)  Approval of materials and workma nship. 
              ix) The contractor shall provide ever y thing    necessary 

for the proper execution of the work. 
               x) Provided that any action under th e above   clauses is  

subject to approval of the Employer, if the 
variations has any financial implications. 

      
           c)  DISMISSAL: 
               ---------- 
 
               The contractor shall on the report o f the Architects 

immediately dismiss from the works within 24 hours any 
person employed thereof by him, who may, in the opi nion of 
Architects on behalf of the Employer, be incompeten t or 
misconduct’s himself and such person shall not be r e-
employed on the works without the permission of the  
Architects or the Employer. 
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5.4   DIRECTIONS REGARDING DRAWINGS AND DESIGN : 
      ----------------------------------------- 
 
 5.4.1  DRAWINGS & SPECIFICATIONS 
        ------------------------- 
 
 a)     Drawings and instructions  including  revis ions,  as  the  
        Architect may furnish to the contractor sha ll form partof this 

contract. 
 
 b)    Only  figured dimensions and detailed drawin gs shall be followed.  

The contract shall verify all dimensions in the fie ld before any 
work is commenced and obtain  instructions of the A rchitects in 
case of any discrepancy. 

 
  5.4.2  ACTION WHERE NO SPECIFICATIONS: 
       ------------------------------- 
        In case of any work for which there are no specifications  
        in the contract, such work shall be carried  out in            

accordance with the directions of the Architect/ Em ployer. 
 
 5.5    DIRECTION FOR EXECUTION OF WORK: 
        -------------------------------- 
 5.5.1  SETTING OUTS: 
        ------------- 
        The contractor shall be responsible for the  true and proper 

setting out of the works in relation to the origina l points, 
lines and levels of reference give by the Employer/ Architect  in 
writing and for correctness subject as above mentio ned of all 
the positions,  levels, dimensions and alignments  of all parts 
of the work and for the provision of all necessary instruments, 
appliances and labour in connection therewith. If a t any time 
during the progress of the work, the contractor on being 
required to do so by  the Engineer shall at once  r ectify such 
errors to the satisfaction of Employer/ Architect o r their 
representatives. The checking of any setting out or  line or 
level by the Architect or their representatives sha ll not in any 
way relieve the contractor of his responsibility fo r the 
correctness thereof and the contractor shall carefu lly protect  
and  preserve all bench marks, site burjies etc. us ed in setting 
out all the work. 

         
5.5.2.  WORK TO BE TO THE SATISFACTION OF THE ARCHI TECT/EMPLOYER 
        ------------------------------------------- ------------- 
 
        The contractor shall execute, complete and guarantee the  
        work in accordance with the contract to the  satisfaction of the 

Architect and shall comply with and adhere strictly  to his 
instructions and directions on matters (whether men tioned in the 
contractor not) touching or connecting the work. 

 
 
 
 5.5.3  ENGAGEMENT OF LABOUR: 
        --------------------- 
        The contractor shall employ labour in suffi cient numbers           

Either directly or through sub-contractors, where s uch            
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subletting is permitted to maintain the required ra te of 
progress and quality to ensure workmanship of the d egree 
specified in the contract and to the satisfaction o f the 
Architect.  The contractor shall not employ in conn ection with 
the works any person who has not completed his fift eenth year of 
age. 

            
        The contractor shall comply with the provis ions of the            

payment of wages Act, 1936, Minimum wages Act, 1948 , workmen's 
compensation Act, 1923, Industrial Dispute Act  

        1947, Maternity Benefit Act, 1961 and mines  Act, 1952, the  
        Employees State Insurance Act, 1948, safety  code and               

Labour Welfare Act, Employer's Liability Act, 1938,  contract 
Labour (Regulations and Abolishing) Act or            rules, or 
any modifications thereof under from time to time.  The 
contractor shall indemnify the Employer against any  payment to 
be made under and for observance of the Regulations  aforesaid 
without prejudice to his right to claim indemnify f rom his sub-
contractors. The contractor shall provide and maint ain at his 
own expenses all lights, guards, fencing and watchi ng when and 
where necessary or required by the Employer for the  protection 
of the works or for the safety and convenience of t hose employed 
on works or the public. 

 
 5.5.4  DISRUPTION OF PROGRESS: 
        ----------------------- 
        The contractor shall give written notice to  the Architect  
        whenever planning or progress of the works is likely to be 

delayed or disrupted unless any further drawings or   order, 
including a direction, instruction or approval, is  issued by 
the Architects within a reasonable time. The  notic e shall 
include details of the drawings or order required a nd of why and 
by when it is required and of  any delay or disrupt ion likely to 
be suffered if it is late. If, by reason of any fai lure or 
inability of the Architects to issue within a time reasonable in 
all circumstances any drawing or order request by t he  
contractor, the work suffers delay then the Archite ct Shall take 
such delay into account in determining any extensio n of time to 
which the contractor is entitled under provisions o f contract 
here of, how ever, no other compensation will be ad missible on 
this account. 

            
 5.5.5. RECTIFICATION OF DEFECTS: 
        ------------------------- 
        If it shall appear to the Architect or his representative  
        in charge of the works that any work has be en executed with 

unsound, imperfect or unskilful workmanship or mate rial of any 
inferior description, the contractor shall on deeme d, in writing 
from the Architect specifying the work materials or  articles 
complained of shall rectify or remove and reconstru ct work so 
specified in part, as the case may require. 

 
 5.5.6  SAMPLES: 
        -------- 
        Samples of all materials to be used in work s, as per the  
        schedule of quantities, shall be submitted for approval  of 

Architect, within one week of commencement of contr act.  No 



 
 

 
 

22 

material of which samples have to be submitted shal l be used in 
the work, unless they have been approved in writing , by the 
Architect/Employer. 

 
 5.5.7  COST OF SAMPLES: 
        --------------- 
        The cost of preparing samples and workmansh ip will be borne the 

contractor except for such exclusions as are            
specifically mentioned in the specifications laid d own  in 
contract.  

 
 5.5.8  FREE ACCESS TO WORK SITE: 
        ------------------------- 
        The contractor shall provide all necessary and reasonable         

Facilities and free access to the works and his rec ords at site 
of work to the Architects, Resident Engineer and th eir 
representatives. He shall provide facilities and sp ace to the 
satisfaction of the Architect or his representative  for 
inspection of any part of work.                           

                      
 5.5.9  INSPECTION OF WORK: 
        -------------------            
        All work under or in course of execution or  executed in    

pursuance of the contract shall at all times be ope n to 
inspection and supervision of the Architect or his          
representative and the contractor shall at all time s during the 
usual working hours, and at all other times which r easonable 
notice of the intention of the Architect or his rep resentatives 
to visit works shall have been given to the contrac tor, either 
himself be present to receive orders and instructio ns, or have a 
responsible agent duly accredited in writing presen t for that 
purpose, orders to the contractor's agent shall be considered to 
have the same force as if they had been given to th e contractor 
himself. 

  
5.5.10 PREPARATION OF CONSTRUCTION PROGRAMME SCHEDULE: 
       -------------------------------------------- --- 
       As and when sufficient planning information is available, the 

contractor in consultation with the Architects shal l prepare a 
programme schedule of the activities. contractor sh ould prepare 
Bar-charts & critical path method analysis of the p roject 
activities as well as cash flow statements in  the  light of the 
tendered quantities and their rates respectively. U nder no 
circumstances shall this schedule be prepared later  than one week 
of finalisation of contract. Throughout the work, a ll programmes, 
schedule and charts shall be revised wherever any s ignificant 
change occurs. The contractor shall also submit mon thly progress 
chart to the Architect. 
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5.5.11 SITE ORDER BOOK: 
       ---------------- 
       The contractor shall maintain a site order b ook at the site 

of the works wherein the instructions of the Archit ect or              
his representatives shall be recorded. The site ord er book  

       shall be the property of the Employer and th e  instructions  
       recorded therein shall be deemed to have the  same force and  
       effect as if they had been given to the cont ractor himself.  
       The contractor or his representative on the site must sign  
       the  book in taken of his having persuade th e orders  given  
       therein. 
 
 5.5.12 HINDRANCE REGISTER: 
        ------------------- 
        A Hindrance Register shall be maintained at  the site of           

work where in the contractor shall notify the items            
affected and the execution of work, the date on whi ch  the delay 
was cleared. These entries shall be initiated by th e 
Architect/Bank’s Engineer as well.              

             
 5.5.13 SUSPENSION OF WORK: 
        ------------------- 

The contractor shall on the written order of the Ar chitect 
suspend the progress of the work or any part thereo f for such 
time or times and in such a manner as the Architect  may consider 
necessary and shall during such suspension properly  protect and 
secure the work as considered necessary in the opin ion of the 
Architect or his representative in-charge of the wo rk. No 
compensation shall be payable to the contractor on whatsoever 
account for the suspension of work.  

 
 5.5.14 EXTENSION OF TIME FOR COMPLETION: 
        --------------------------------- 
        If the contractor shall desire an extension  of the time for 

completion of the work, on his having been unavoida ble hindered 
in its execution or any other ground, he shall appl y in writing 
to the Architects within 3 days of the date of star ting of the 
hindrance on account of which he desires such exten sion as 
aforesaid. The Architect in consultation with Emplo yer shall, if 
any, in his opinion be necessary or proper. Extensi on granted 
shall be without prejudice  to  the  right  of  the   `Employer'  
to  recover compensation for delay as per provision s of para. 
5.5.15 

 
  5.5.15 LIQUIDATED DAMAGES FOR DELAY: 
         ----------------------------- 
         The time and date stipulated in  the  cont ract  for  the  
         completion of the work or any part or stag e thereof  shall be  

deemed  to  be the essence of the  contract.  The  work shall, 
throughout the stipulated period of the contract, b e carried out 
with all intelligence. If the contractor fails to c omplete the 
work within the time prescribed or within the exten ded time 
under the contract, he shall pay to the employer on  demand 
amount  without prejudice to other rights and remed ied the   
employer   may  have  against  the   contractor,  a   sum 
equivalent to .5% of contract  value  as  liquidate d damages for 
such fault, and not as a penalty for  every  week  or  part 
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thereof for which  the  works  remain  unfinished a fter the 
stipulated date of completion provided  that the to tal 
liquidated damages payable shall not  exceed 5%  of   the 
accepted contract price. The  employer  may, withou t  prejudice 
to any other method of recovery,  deduct the  amoun t  of such 
damages from any money  due  or  which become due t o the 
contractor. The recovery or deduction of such damag es  shall not 
relieve the contractor from  any   obligations and liabilities 
under the contract.  

                 
           
         DEFECTS LIABILITY PERIOD 
         ------------------------ 
         The contractor shall be responsible to mak e good and   remedy at 

his own expenses within such period as may be stipu lated by the 
Employer any defect which may develop  or may be no ticed before 
the expiry of 12 months from  the certified date of  completion 
and intimation of which has been sent to the contra ctor within 
seven days of the expiry of the said period. If the  contractor 
or his work people, or servants shall break, deface , injured, or 
destroy any part of a building road, road curbs, in  enclosure 
water pipes, cables, drains, electric or  telephone  posts or 
wires , trees, or grass and cultivated ground  cont iguous to the 
premises on which  the work or any part of  it  is  being 
executed  or if any damage shall happen to the work , while in  
progress, from any cause whatsoever  or  any  inspe ction become  
apparent in it within six months after final certif icate  or 
other of its completion shall have been given by    the 
Architects as a seal, the contractor shall make the   same good 
at his own expense, or in default, the other repres entatives may 
cause the same to be made good by other work meant and deduct 
the expenses(of which the           certificate of the Architect 
shall be final) from any  sums that may be then or at the time 
thereafter may become, due to the contractor, or fr om his 
security deposit, or the proceeds of sale thereof, or of a  
sufficient portion thereof.  

 
 5.6    SECURITY DEPOSIT: 
        ----------------- 
 5.6.1. RATE OF SECURITY (RETENTION MONEY) 
        ------------------------------------ 
        After the initial security deposit has been  made as per  

para 1.9 of the Invitation to tenderers the Employe r  will  at  
the  time of making any payment to the  contractor for work  
done or supply made under the contract, deduct 8%  of gross  
value  of each interim bill.  The maximum amount of  retention 
money will be  the  balance  amount  of  total  sec urity  
deposit. All compensation or order sums of money pa yable by the 
contractor may be deducted from, or paid by, the sa le of a 
sufficient part of his security deposit, or from an y sums which 
may become due to the contractor by the Employer on  any account 
whatsoever, and in event of his security deposit be ing reduced 
by reason of any such deductions or sale as aforesa id, the 
contractor shall within ten days thereafter make go od in Demand 
draft            endorsed in favour of  the Employe r as 
aforesaid any sum or sums which may have been  dedu cted  from,  
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or raised by sale  of  his  security  deposit or an y part 
thereof. 

 
 
   5.6.2  FORFEITED OF SECURITY DEPOSIT: 
         ---------------------------- 
          
         The above said security deposit shall be l iable to  forfeited, 

wholly or in part at the sole discretion of  the Em ployer if the 
contractor fails to carry out the work or fails to perform or 
observe any of the conditions of the contract. 

 
  5.6.3. INTEREST ON THE SECURITY DEPOSIT: 
         --------------------------------- 
 
         No interest would be payable by the Employ er to the  
         contractor on the security held in deposit . 
 
  5.6.4  RESPONSIBILITIES FOR THE STRUCTURAL ADEQUA CY: 
         ------------------------------------------ ---- 
 
         The contractor shall comply with the provi sions of the  
         Contract and with due cares and diligence,  execute and  
         Maintain the work and provide all labour, including           

supervisions of all works, structural plans and oth er things 
whether of temporary or permanent nature required f or such 
execution and maintenance in so far as the necessit y for 
providing these, is specified or is reasonably infe rred from the 
contract. The contractor shall take full responsibi lities for 
the adequacy, suitability and safety at site of all  works and 
methods of the constructions provided.  

      
  5.7    MEASUREMENT AND PAYMENTS: 
         -------------------------       
  5.7.1  A bill supported  with  measurement  detai ls  shall   be  
         submitted by the contractor fortnightly to  the  Architect for  

all  works  executed in the previous  period and th e Architect 
or his representative shall verify the  requisite m easurement 
for the purpose of having the same verified for the   claim  as 
far as admissible, if  possible  before the expiry of 15 days 
from the presentation of the bill. All measurements  to be taken 
in duplicate and all bills, shall be submitted in t riplicate 
along with contractor's copy of each. 

            
         All such intermediate payments to the cont ractor shall be 

regarded as payments by way of advance against the final payment 
only and not as payments for work actually done and  completed 
and shall not preclude the requiring of bad, unsoun d and 
imperfect or unskilful work to be removed and  

 
 
 

taken away and reconstructed or re-erected, or be c onsidered as 
an admission of due performance of the contract or any part 
thereof in any respect, or the actual of any claim not shall it 
conclude, determine of affect in any way the powers  of the 
Architect under these  conditions or any of them as  per the 
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final settlement or adjustment of the account or ot herwise, or 
in any other way very from the          contract.  

 
  5.7.2  FINAL BILL: 
         -----------  

Final bill supported with consolidated measurement of the full 
work executed shall be submitted by the contractor within 1 
month of completion of work. 

 
         When  the final bill has been verified and   corrected,  the 

Architect will give seven days notice to the contra ctor to 
countersign the bill in token of acceptance, the co ntractor 
shall countersign the bill within the above seven d ays or 
intimate in  writing  his intention  to  dispute.  If the 
contractor fail to take approximate action as above  within the 
period prescribed, the bill finalised by the Archit ect or his  
representative shall be final and binding on the           
contractor and  the contractor shall have no right to           
dispute the same. 

 
 5.7.3. CLAIM FOR INTEREST: 
        ------------------- 
 
        No claim for interest will be entertained b y the Employer  
        with respect to any moneys or balances whic h may be in  its hands 

owing to a dispute between itself and the  contract or or with 
respect of any delay on the part of the Employer in  making or 
final payments or otherwise. 

 
 
 5.7.4. RATES FOR EXTRA ADDITIONAL, ALTERED OR SUBS TITUTED WORK: 
        ------------------------------------------- ------------- 
 
        The rates for additional, altered or substi tuted work shall be 

worked out in accordance with the following  provis ions in their 
respective order. 

 
        i)  If the  rates  for  similar  additional ,  altered  or  
            substituted work are directly available  in the contract for 

the work, the contractor is bound to carry for the work at 
the same rates as are available in the contract for  the work. 

 
       ii) If the rates for additional, altered or substituted            

work are not directly available in the contract for  the work  
the  rates will be derived from the rates  for a si milar 
class of work as are specified in the  contract for  the work. 

 
      iii) If the rates for the altered, additional  or substituted work 

cannot be determined in the manner  specified in su b-clause 
(i) to (ii) above, then the contractor shall within  3 days of 
the date of receipt of order to carry  out the work , inform 
the Architect of the rate or rates claimed. Rates f inalised 
and approved by the Architect on the basis of these  details 
will be final and binding. However the Architect by  notice in 
writing will be liberty to cancel his order to exec ute such 
work and arrange to carry it out in such a manner a s he may 
deem advisable. But under no circum stances shall               
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the contractor suspend the work once ordered in wri ting on 
the plea of non-settlement of rates. 

 
5.7.5  REIMBURSEMENT OF VARIATIONS IN PRICE: 
       ------------------------------------- 
 
       Prices and rates quoted by the bidders shall  be          

considered as  firm for the complete work and entir e duration  of  
the contract.  No claim for extra payment due to an y rise in rates 
of raw material and labour or  due  to  whatsoever reasons, shall 
be considered. 

 
5.8   GUARANTEES: 
      ---------- 
         
5.8.1 QUALITY OF WORK: 
      ---------------- 
            
      The  contractor  shall  guarantee  that  the  materials and 

workmanship are the best of their respective kinds for  the   
service  intended and that all items of work will  be  free from 
all inherent defects in workmanship and materials.  He       shall 
also guarantee that the works will not fail in any respect due to 
quality of materials, workmanship and methods of co nstruction.  

      The specification assumes a proper degree of skill on the part of 
contractor and workmen employed. The contractor         Shall 
consult the Architect or his representative, whenev er in his 
judgement variation in the methods of construction or in the 
quality of material would be beneficial or necessar y to fulfil the 
guarantee called for. Such variations may be made b y the 
contractor only when authorised by the Architect.  

 
 
5.8.2  REJECTION: 
       ---------- 
 
        If during the `Period of Guarantee' as defi ned under clause 5.8.1 

hereof, any work or material  shall  fail  in any r espect  to 
meet the above guarantee, the  contractor which wil l meet the 
above guarantee, immediately. 

 
5.8.3  COST OF EXECUTION OF WORK OR REPAIR ETC: 
       ---------------------------------------- 
 
       All work of repair shall be carried out by t he contractor  
       at his own expense if the necessity thereof shall  in  the  
       opinion of the Architect be due to the us or  of  materials  
       or workmanship not in accordance with the co ntract  or  on 
       account of neglect or failure on the part of  the contractor to 

comply with any obligations expressed or implied on  the 
contractor's part under the contract. 

 
5.8.4 REMEDY ON CONTRACTOR'S FAILURE TO CARRY OUT T HE WORK            

REQUIRED: 
      --------------------------------------------- -------------- 
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If the contractor shall fail to do any such work as  aforesaid 
required by the Architect the Employer shall be ent itled to carry 
out such work which the contractor should have carr ied out, at the 
contractor's own cost. The Employer shall be entitl ed to recover 
from the contractor the cost thereof or may deduct the same from 
any money due or that may become due to the contrac tor. 

 
5.8.5 CERTIFICATE OF COMPLETION OF WORKS: 
      ----------------------------------- 

 
On completion of the work, the contractor shall be furnished with a 
certificate, but no such certificate be given nor s hall the work be 
considered to complete until the contractor shall h ave removed from 
the area of the premises (to be distinctly marked b y the Architect 
in the site plan which, the work shall be executed)  all 
scaffoldings, surplus materials, and rubbish and cl ean the dirt 
from all wood work, doors, windows, walls, floors o r other parts of 
any building, in or upon which the work was execute d, or of which 
he may have had in  possession for the purpose of t he execution 
hereof. If the contractor shall fall to comply with  the 
requirements of the clause as to the removal of sca ffolding, 
surplus materials and rubbish and cleaning off dirt  on or before 
the date fixed for the completion of the work, the Architect may at 
the expenses of the contractor remove such scaffold ings, surplus 
materials, and rubbish and dispose of the same as h e thinks fit, 
and the contractor shall forthwith pay the amount o f all expense so 
incurred, and shall have no claim in respect of any  such 
scaffolding or surplus materials aforesaid, except for any sum 
actually by the sale thereof. 

 
5.8.6 PERIOD OF GUARANTEE FOR COMPLETE WORK: 
      ------------------------------------- 
 

The period of Guarantee for the work shall be twelv e months 
starting from the date of issue of the completion c ertificate. 

 
5.8.7 CONTRACT VALID DURING GUARANTEE PERIOD: 
      -------------------------------------- 
 
      This contract shall remain valid and in force  until the           

expiry of guarantee period. 
 
 
 
 
 
 
5.9   RESCINDING/TERMINATE CONTRACT: 
      ------------------------------ 
 
5.9.1 RESCINDING CONTRACT: 
      -------------------- 
      In any case in which under any clause or clau ses of this   contract 

the contractor has rendered himself liable to pay           
compensation amounting to the whole of his security  deposit           
in hands of Employer (whether paid in one sum or de ducted             
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by instalments) the Architect on behalf of the Empl oyer            
shall have power to adopt any of the following cour se, as            
deemed best suited to the interests of Employer. 

 
     (a) To rescind the contract (of which rescissi on notice in               

writing to the contractor under hand of the Archite ct shall be 
conclusive evidence), and in which case the securit y deposit of 
the contractor shall stand forfeit and be absolutel y at the 
disposal of the Employer.   

              
  
    (b) To employ a contractor paid by the Employer  and to            

supply materials to carry out the work, or any part  of                
the work, debiting the contractor with the cost of the                
labour and the price of the materials (of the amoun t                
of which cost and price certificate of Architect sh all be final 
and conclusive against the contractor) and creditin g him with 
the value of the work done, in all respects in the same manner 
and at the same rates as if it had been carried out  by the 
contractor under  the terms of the contract. The ce rtificate of 
the Architect as to the value of the work done shal l be final 
and conclusive against the contractor. 

     
        (c) To measure up the work of the contracto r, and to take               

such part of the work of the contractor as shall be  not 
executed out of his hands, and to give it to anothe r 
contractor to complete in which case any expenses w hich may 
be incurred in excess of the sum which would have b een paid 
to the original contractor if the whole work had be en 
executed by him (of the amount of which excess cert ificate in 
writing of the Architect shall be final and conclus ive) shall 
be borne and paid by the               original con tractor 
and may be deducted from any money due to him by Em ployer 
under the contract or otherwise, or form his securi ty deposit 
or the proceeds  of sale thereof, or a sufficient p art 
thereof. 

 
       (c)  In the event of any of the above course  being adopted               

by the Architect, the contractor will have no claim  to 
compensations to any loss sustained by him by reaso n of his 
having purchased any materials, or entered into any  
engagements or made any advance on account of the e xecution 
of the work or performance of the contract. and in case of 
the provisions. A foresaid the contractor shall not  be 
entitled to be paid for any work actually    perfor med under 
this contract unless and until the Architect shall have 
certified in writing the performance  of  such  wor k and the  
value  payable  in respect  and he shall only be en titled to 
be  paid  the value so certified. 

 
5.9.2. TERMINATION OF CONTRACT: 
 
 

contractor who shall have no claim to any payment o r compensation 
whatsoever on account of any profit or advantage, w hich would 
have derived from the execution of the work in full  amount of the 
work got having been carried out, either shall he h ave any claim 
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or  compensation by reason of any alterations havin g been made in 
the  original  specification,  or the designs and i nstruction 
which  shall involve any curtailment of the work or iginally 
contemplated. 

 
5.9.3. JURISDICTION: 
       ------------- 
 
       The  contract  and its operation shall be go verned  by  the laws 

of India for the time being in force, irrespective  of the place 
of delivery of materials the place of  execution of   work or 
place of payment under this contract  shall  be dee med to have 
been entered into the Delhi. 

 
5.9.4  BYE LAWS OF LOCAL AUTHORITIES: 
       ----------------------------- 
 
       The contractor shall confirm to the provisio ns of any Government 

Acts which relate to works and to the regulations o n bye-laws of 
any local authorities. The contractor shall give al l such notices 
required by the said Act or laws, etc.  and pay  al l  fees  
payable  to  such authorities and  allow  for  thes e  
contingencies  in his   tendered  rates  including fees for  
encroachment,  stacking charges, cost of restoratio ns, etc. and 
all  other  fees payable to the local authorities. The contractor 
shall keep the Employer indemnified against all  pe nalties  and  
all liabilities  for  every  kind of breach of  any   such  Act, 
Rules,  Regulations  or Bye-laws. contractor  shall   comply  with  
all laws and statutory regulations dealing with the             
employment of labour such as: 
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5.9.5 ARBITRATION: 
      ------------ 
     Settlement of Dispute by Arbitrator: 
     ------------------------------------ 
     Except where otherwise provided in the contrac t all questions and 

disputes relating to the meaning of the specificati ons, designs, 
drawings and instructions herein before mentioned a nd as to the 
quality of workmanship or materials used on the wor k or as to any 
other question, claim right matter or thing whatsoe ver in any way 
arising out of the relating to the contract, design s, drawings, 
specifications, estimates, instructions, 

     orders or these conditions or otherwise concer ning the works or the 
execution  or failure to execute the same  whether arising during 
the progress of the work or after the cancellation,  termination, 
completion or abandonment thereof shall be dealt wi th as mentioned 
hereinafter 
 
i)If the contractor considers that he is entitled t o any extra 

payment or compensation in respect of the works ove r and 
above the amounts admitted as payable by the Archit ect or in 
case the contractor wants to dispute the validity o f any 
deductions or recoveries made or proposed to be mad e from the 
contract or raise any dispute, the contractor shall  forthwith 
give notice in writing of his claim, or dispute to the D.G.M. 
STATE BANK OF TRAVANCORE, Regional office, Third Fl oor, SBT 
House, 18/4, Aryasamaj Road Karol Bagh  , New Delhi -110005  
and endorse a copy of the same to the Architect wit hin 30 
days from the date of disallowance thereof or date of 
deduction or recovery. The claim notice shall give full 
particulars of the claim, grounds on which it is ba sed and 
detailed calculations of the amount claimed and the  
contractor shall not be entitled to raise nor the b ank be in 
any way liable in respect of any claim by the contr actor 
unless notice of such claim shall have been given b y the to 
the D.G.M. STATE BANK OF TRAVANCORE, Regional office, T hird 
Floor, SBT House, 18/4, Aryasamaj Road Karol Bagh  , New 
Delhi-110005   In the manner and within time as afore said. 
The contractor shall be deemed to have waived and 
extinguished all his rights in respect of any claim  not 
notified D.G.M. STATE BANK OF TRAVANCORE, Regional office, 
Third Floor, SBT House, 18/4, Aryasamaj Road Karol Bagh  , 
New Delhi-110005 ,In writing in manner and within the time 
aforesaid.  

 
ii)     D.G.M. STATE BANK OF TRAVANCORE, Regional offic e, Third 

Floor, SBT House, 18/4, Aryasamaj Road Karol Bagh  , New 
Delhi-110005 shall give his decision in writing on the claims 
notified by contractor. The contractor may, within 30 days of 
the receipt of the decision of the said D.G.M. STATE BANK OF 
TRAVANCORE, Regional office, Third Floor, SBT House , 18/4, 
Aryasamaj Road Karol Bagh  , New Delhi-110005  submit his 
claims to the conciliating Authority, namely the Ci rcle 
Development Officer SBI, LHO, New Delhi, for concil iation 
along with all details and copies of correspondence  exchanged 
between him and the Bank. 

iii)  If the conciliation proceedings are terminate d without 
settlement of the dispute, the contractor shall, wi thin a 
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period of 30 days of termination thereof shall give  a notice 
to the concerned Chief general Manager SBI, LHO, Ne w Delhi 
for appointment of and arbitrator to adjudicate the  notified 
claims, failing which the claims of the contractor shall be 
deemed to have been considered absolutely barred an d waived. 

iv)    Except where the decision has become final, binding and 
conclusive in terms of the contract, all disputes o r 
differences arising out of notified claims of contr actor as 
aforesaid and all claims of the bank shall be refer red to the 
adjudication through arbitration by the sole arbitr ator 
appointed by the CHIEF GEN. MANAGER, SBI, LHO, New Delhi. It 
will also be no objection to any such appointment t hat the 
arbitrator so appointed as a Bank officer and that he had to 
deal with matters to which the Contract relates in the course 
of his duties as Bank’s officer. If the arbitrator so 
appointed is unable or unwilling to act or resigns his 
appointment or vacates his office due to any reason  
whatsoever, another sole arbitrator shall be appoin ted in the 
manner aforesaid by the CHIEF GENERAL MANAGER, SBI,  LHO, New 
Delhi. Such Person shall be entitled to proceed wit h 
reference from the stage at which it was left by hi s 
predecessor.  
 
It is a term of this contract that the party invoki ng 
arbitration shall give a list of disputes which acc ounts 
claimed in respect of each dispute along with the n otice for 
appointment of arbitrator. 
 
It is also a term of this contract that no person o ther than 
a person appointed by such Chief Gen. Manger, SBI, LHO, New 
Delhi as aforesaid should act as an arbitrator. 
 
The conciliation and arbitration shall be conducted  in 
accordance with the provisions of arbitration and 
conciliation Act 1996 or any statutory modification  or re-
enactment thereof and the rules made thereunder. 
 
It is also term of the contract that if any fees th at are 
payable to the arbitrator these shall be paid equal ly by both 
parties. However no fees shall be payable to the ar bitrator 
if he is a Bank Officer. 
 
It is also a term of the contract that the arbitrat or shall 
be b deemed to have entered on the reference on the  date he 
issues notice to both the parties calling them to s ubmit 
their statement of claims and counter statement of claim. The 
venue of arbitration shall be such place as maybe f ixed by 
the arbitrator in his sole discretion. The fees if any of the 
arbitrator shall, if required be paid before the aw ard is 
made and published, be paid half and half by each o f the 
parties. The cost of references and of the award (I ncluding 
the fees if any of the arbitrator) shall be in the discretion 
of the arbitrator who may direct to any by whom and  in what 
manner, such costs or any part thereof, shall be pa id and fix 
or settle the amount of costs to be so paid. 
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5.9.12 :  FORCE MAJCURE 
      ------------- 

(ii)  Neither contractor nor SBI shall be considere d in default in 
performance of their obligations if such performanc e is 
prevented or delayed by event such as but not to wa r, 
hostilities revolution, riots, civil commotion, str ikes, 
lockout, conflagrations, epidemics, accidents, fire , storms, 
floods, droughts, earthquakes or ordinances or any act of god 
or for any other cause beyond the reasonable contro l of the 
party affected or prevented or delayed. However a n otice is 
required to be given within 30 days from the happen ing of the 
even with complete details to the other party to th e 
contract, if it is not possible to serve a notice, within the 
shortest possible period without delay. 

(ii) As soon as the cause of force major has been r emoved the party 
whose ability to perform its obligations has been a ffected, 
shall notify the other such cessation and the actua l delay 
incurred in such affected activity adducing necessa ry 
evidence in support thereof.  

(iii)From the date of occurrence of a case of force  major 
obligations of the party affected shall be suspende d during 
the continuance of any inability so caused. With th e cause 
itself and inability resulting there from having be en 
removed, the agreed time of completion of the respe ctive 
obligations under this agreement shall stand extend ed by a 
period equal to the period of delay occasioned by s uch 
events. 

(iv)Should one or both parties be prevented from fu lfilling the 
contractual obligations by a state of force major l asting to 
a period of 6 months or more the two parties shall each other 
to decide regarding the future execution of this ag reement. 

 
5.9.13 :  LOCAL LAWS, ACTS, REGULATIONS : 
      ------------------------------- 
 
  The contractor shall strictly adhere to all preva iling labour laws 

inclusive of contract labour (regulation and abolit ion act of 1970) 
and other safety regulations. The contractor shall comply with the 
provision of all labour legislation including the l atest 
requirements of all the Acts, laws, any other regul ations that are 
applicable to the execution of the project. 

 
(i)Minimum wages Act 1948 (Amended) 
(ii)Payment of wages Act 1936 (Amended) 
(iii)Workmen’s compensation Act 1923 (Amended) 
(iv)Contact labour regulation and abolition act 197 0 and central rules 

1971 (Amended) 
(v)Apprentice act 1961 (Amended) 
(vi)Industrial employed (standing order) Act 1946 ( Amended) 
(vii)Personal injuries (Compensation insurance) act  1963 and any other 

modifications 
(viii)   Employees provided fund and miscellaneous provisions Act 1952 

and   amendment thereof 
(ix)Shop and establishment act 
(x)Any other act or enactment relating there to and  rules framed there 

under from time to time. 
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5.9.14 :  ACCIDENTS 
      ------------ 

The contractor shall immediately on occurrence of a ny accident at 
or about the site or in connection with the executi on of the work 
report such accident to the Architect / consultant.  The contractor 
shall also such report immediately to the competent  authority 
whenever such report is required to be lodged by th e law and take 
appropriate actions thereof. 
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           SECTION-6 
           --------- 
 
           SPECIAL CONDITIONS OF THE CONTRACT: 
           ---------------------------------- 
 
    6.1.0  Insurance for works: 
           --------------------   
  
           contractor at the time of signing the co ntract or before 

commencing the Execution of work, without  limiting  his 
obligations and responsibilities shall insure the w orks at 
his own cost and keep them insured until the virtua l 
completion of the contract  against all acts of God  including 
Fire, Theft, Riots, War, Floods, Act, with a Nation alised 
Insurance Agency in the joint names of the Employer  and the 
contractor (The name of the former being placed fir st in the 
policy) for the full amount of the contract. Such p olicy 
shall cover the property of the Employer and fees f or 
assessing the claim and in connection with his serv ices 
generally therein all shall not cover any property of the 
contractor or of  any sub-contractor  or Employee. 

           The contractor shall deposit the policy and receipt for the 
premiums with the Employer within seven (7) days, f rom the 
date of signing of the contract/commencement of the  execution 
of the work or unless otherwise instructed by the E mployer. 
In default of the contractor insuring as provided   above, 
the  Employer on his behalf may so insure  and  may  deduct  
the premium paid from any moneys due or  which may become due 
to the contractor. The contractor shall as soon any  claim 
under the policy is settled or the work reinstated by the 
Insurance office should elect to do so, proceed wit h all due 
diligence with the completion of the works in the s ame manner 
as through the misfortune /accident has not occurre d and in 
all respects under the same  conditions of the cont ract. The 
contractor in case of            rebuilding or  rei nstatement  
after  accident,  shall   be entitled  to such exte nsion of 
time for completion  as  the Employer deems fit. 

 
   6.1.1. INSURANCE IN RESPECT OF DAMAGE TO PERSONS  AND PROPERTY: 
          ----------------------------------------- -------------- 

          i) The contractor shall be responsible fo r all injury              
to persons,  animals  or  things  and  for   all                
structural and decorative damage to property which                
may arise from the operation or neglect of himself                    
or of any approved sub-contract or's  or Employees,                     
whether   such   injury  or  damage   arise   from                     
carelessness,   accident   or  any   other   cause                     
whatsoever in any way connected with the  carrying                     
out  of this contract. The clause shall be held to                   
include any damage to roads,  streets, foot paths,                              
bridges  and  works forming the subject  of this                            
contract  by  frost  or other  incl emency  of  the                             
weather.   The  contractor  shall  indemnify   the                              
Employer  and hold him harmless in respect of  all                              
and  any expenses arising from any such injury  or                              
damage  under any Acts of Government or  otherwise                              
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and also in respect of any compensation of damages                              
consequent upon such claims.  

 
         ii)   The  contractor shall reinstate  all   damages  of           

every  sort  mentioned in this clause, so  as  to             
deliver  up  the  whole  of  the  contract   works                    
complete and perfect in every respect and so as to                
make  good  or otherwise satisfy  all  claims  for                     
damage to the property of third parties. 

 
        iii) The contractor shall indemnify the Emp loyer                 

against  all claims which may be made against  the                     
Employer  by  any m ember of the  public  or  other                    
third  party  in respect of works  in  consequence                     
thereof  and shall at his own expense  arrange  to                     
effect and maintain, until the virtual  completion                    
of  the contract, with any Nationalised  Insurance                    
agency in the joint name  of the Employer and  the                     
contractor  against  such risks and  deposit  such                     
policy or policies with the Employer from time  to                     
time  during  the currency of this  contract.  The                     
contractor shall similarly indemnify the  Employer                     
against  all  claims which may be  made  upon  the                     
Employer whether under the workman's  compensation                     
Act or any other statute  in  force  during    the                     
currency  of  this contract or at  common  law  in                     
respect  of any employee of the contractor or  any                     
sub- contractor and shall at his own expense effect                    
and  maintain with an approved office a policy  of                    
insurance  in the joint names of the Employer  and                    
the contractor against such  risks and deposit such                     
policy or policies with the Employer from time  to                    
time  during  the currency of  the  contract.  The                    
contractor  shall  be responsible  for  any  thing                     
which  may be excluded from the insurance policies                    
above  referred to and also for all other  damages                     
to any property  arising out of and incidental to  the  
negligent  or  defective  carrying  out  of   this contract. 
He shall also indemnify the Employer in respect of any costs, 
charges, or expenses arising out of any claim or pr oceedings 
and also in respect of any award of or compensation  of 
damages arising therefrom. 

 
iv)   The Employer shall be at liberty and is empow ered               

to  deduct the amount of any damage,  compensation                   
cost,  charges and expenses arising  or  occurring                              
from  or  in respect of any such claim  or  damage                              
from  any  sum or sums due to or become due to  the                              
contractor including the security deposit.  

 
v)    If the contractor fails to comply with the  t erms                       

of  these conditions, the Employer may insure  the                           
works  and may deduct the amount of  the  premiums                    
paid from any moneys that may be or become payable                    
to  the  contractor  or may at  the  opinion,  not                    
release  running payment to the  contractor  shall                    
have completed with the terms of this condition.  
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vi)  Such insurance, whether effected by the  Emplo yer                    
or  the  will not limit or bar the liability and                     
obligations  of  the con tractor to delivery the                              
works  to the Employer completed in  all  respects                             
according  to  the contract. In case of loss  or                              
damage  due  to any of the aforesaid  causes,  the                    
moneys  payable under any such insurance shall  be                    
received  and retained by the Employer  until  the                    
works are finally completed and such moneys  shall                    
then  be  credited  to   the  contractor  in  final                    
settlement of accounts.  

     
  6.1.2. DIVISION OF WORK IN PHASE: 
         -------------------------- 
         The Employer/Architect reserves the right to divide the work 

into two or more phases to facilitate renovation           
without disturbing the working of the Bank . The  c ontract shall 
be responsible for erecting temporary high  partiti on to 
separate the working part & the office from  the ar ea under  
renovation.  Nothing extra shall be paid to the con tractor for 
the same.             

  
                  
6.1.3   PROCUREMENT OF MATERIALS 
        ------------------------------- 

The contractor shall make his own arrangements to p rocure all the 
required materials for the work. All wastage’s and losses in weight 
shall be to the contractors account. 

 
6.1.4  ACCEPTANCE OF TENDER: 
        ------------------------------- 

The SBI shall have the right to reject any or all t enders without 
assigning any reason. They are not to be bound to a ccept the lowest 
or any tender and the tenderer shall have no right no question the 
acts of the SBI. However, the adequate transparency  would be 
maintained by the SBI. 

 
6.1.5 For Fire Fighting Works, contractor shall sub mit the name of 

experienced agencies and get the work executed afte r obtaining the 
approval of SBI. 

 
6.1.6   For Pre-construction Anti termite and water  proofing works, 

contractor is required to furnish guarantee for a p eriod of 10 
years from the date of completion of work. 

 
6.1.7   Within 15 days of commencement of work, the  contractor has to be 

submit detailed schedule of monthly programme along  with a PERT 
chart, for completion of project within the stipula ted. 

           
           SECTION-7 
           --------- 
           SAFTEY CODE: 
7.1 : First aid appliances including adequate suppl y of sterilised 

dressing and cotton wool shall be kept in a readily  accessible 
place. 
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7.2 : An injured person shall be taken to a public hospital without loss 

of time, in cases where the injury necessitates hos pitalisation. 
 
7.3 : Suitable and strong scaffolds should be provi ded for workmen for 

all works that cannot safely be done from the groun d. 
 
7.4 : No portable single ladder shall be over 8 met ers in length. The 

width between the side rails shall not be less than  30 cm. When a 
ladder is used an extra mazdoor shall be engaged fo r holding 
ladder. 

 
7.5 : The excavated material shall not be placed wi th 1.5 meters of the 

edge of the trench or half of the depth of trench w hichever is 
more. All trenches and excavations shall be provide d with necessary 
fencing and lighting. 

 
7.6 : Every opening in the floor of a building or i n a working platform 

be provided with suitable means to prevent to fall of persons or 
materials by providing suitable fencing or railing whose minimum 
height shall be one metre. 

 
7.7 : No floor, roof or other part of the structure  shall be so 

overloaded with debris or materials as to render it  unsafe. 
 
7.8 : Workers employed on mixing and handling mater ial such as asphalt, 

cement mortar or concrete and lime mortar shall be provided with 
protective footwear and rubber hand-gloves. 

 
7.9 : Whose engaged in wielding works shall be prov ided with  welder’s 

protective footwear and rubber hand-gloves. 
 
7.10 : I) No paint containing leads or lead product s shall be used except 

in the form of paste readymade paint. 
 
  II) The workers should supply suitable facemasks for use when the 

paint is applied in the form of spray or surface ha ving lead paint 
dry rubbed and scrapped. 

 
7.11 : Overalls shall be supplied by the contractor  to the painters and 

adequate facilities shall be provided enable the wo rking painters 
to wash during the periods of cessation of work. 

 
7.12 :Hoisting machines and tackle used in the work s, including their 

attachments, anchorage and supports shall be in per fect condition. 
 
7.13 : The ropes used in hosting or lowering materi al or as a means of 

supervisions shall be of durable quality and adequa te strength and 
adequate strength and free from defects. 
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 PERFORMA FOR RUNNING ACCOUNT BILLS 
 

CERTIFICATE 
 

 
The measurements on the basis of which the above en tries for the Running 
Bill No. _______________ were made have been taken jointly on 
____________________ and are recorded at pages ____ ___ of measurement 
book no. _____________________________. 
 
 
 
 
 
 
Date & Signature   Date & Signature  Date & Signatu re  
Of Contractor  of Architect’s   of Site Engineer 

Representative (Seal) 
 
 
 
The work recorded in the above mentioned measuremen ts has been done at 
the site 
 
Satisfactory as per tender drawings, conditions and  specifications. 
 
 
 
 
ARCHITECT       
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SPECIFICATIONS 
 
1.0    GENERAL 

1.1   Without forgoing the requirements of the cond itions of tender 
and the conditions of the contract the works in gen eral shall 
confirm to the “latest Specifications” of CPWD New Delhi and 
the “specifications of works” stated in this tender . In case 
items not covered by the general specifications ref erred 
above, references shall be made to the appropriate IS code. 
IF there is any difference in particular specificat ions of 
individual item of work and the description of the item as 
given in the schedule of quantity, the later shall prevail. 
In case of any work for which there is no specifica tion in 
I.S. specification or in the specifications forming  part of 
tender document or in case there is any variation, such work 
shall be carried out in all respects in accordance with the 
instructions to be issued by Architects. The term r esident 
engineer appearing in the specifications shall mean  
representative of architect as consistent with cond itions and 
other stipulations of this reference to its success or Bureau 
of Indian Standards. All corrections to the “Latest  
Specifications” or revisions of I.S. shall be deeme d to 
apply.  

1.2    Materials bearing ISI certifications mark sh all be given 
highest preference shall be given for use in the wo rks. 

1.3   Where the contractor is required to do, perfo rm, execute 
(etc) any work or service or the like, it shall be deemed to 
be at his own cost. Absence of terms providing supp lying 
installing, fixing etc shall not even remotely enti tle the 
contractor to any additional payment thereof. 

1.4   The rates accepted in the schedule of quantit ies apply to all 
floors, heights, depths, leads, lifts, spans, sizes , shapes, 
locations, etc. Unless a distinction has been inclu ded in the 
very schedule. 

1.5   The specifications and the schedules may have  been divided 
into various sub-heads for convenience only. This d oes not 
limit applicability of one to other nor it absolves  the 
contractor of his responsibility to complete any tr ade/item 
of work as reasonably inferred from one or more of such sub-
heads. 

1.6   The schedule of quantities is not necessarily  based on 
“Schedule of Rates – Delhi 2002 or any of its later /earlier 
versions. Hence the Schedule of quantities shall be  read and 
construed according to explanations given herein an d 
intentions gathered therefrom. A mere parallel draw n from the 
said schedule of rates shall therefore not form a b asis for a 
variation and , or additional payment. 

1.7   All work under this contract is deemed to be performed above 
subsoil water level. However, removal of water coll ected from 
rains and the like shall be treated as part of cont ractual 
risk/obligation. 

1.8    Screws, bolts, nuts, washers, hold fasts, lu gs, anchors, 
clamps, plugs, suspenders, brackets, straps and fas teners of 
the like  are deemed to be included in the rates of  various 
items unless the schedule of quantities expressed a  different 
intention. 
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1.9   Resetting any displacements, making good hole s/chases and 
such other incidental jobs are included in rates of  
respective items for which these are required. 

 
2.0 Concrete work  (Plain or reinforced) 

 
2.1  Centring, shuttering, staging, form work, stru tting, propping 

(their provision and removal) shall not be paid for  
separately unless exclusion thereof is specifically  described 
in the item. 

2.2  The rates of concrete work do not include rend ering or 
plastering but hacking and preparing surface and pr eparing 
surface for receiving the finishes shall be done as  early as 
possible 

2.3   Plinth protection shall be laid in panels to Architect’s 
approval. The rates includes cost of bed, any incid ental 
excavation, levelling, dressing, consolidation of s ub-grade 
and disposal of surplus soil as included in the rat e of the 
item. 

2.4   Use of integral waterproofing compound where called for shall 
be as manufacturer’s direction. The contractor shal l supply 
relevant literature and licensed copy from ISI pert aining to 
this product to the Architect well in advance and o btain his 
approval/instructions 

2.5   Any chamfers, grooves, drips, etc. which are generally and 
customarily required shall be provided in the concr ete work 
integrally or otherwise without extra charges as di rected by 
the Architect. 

 
3.0   PLASTIC EMULSION PAINT: 

Plait emulsion paint shall be of approved manufactu rer shall 
generally confirm to IS-5411 (part-I)-1969. 
The colour and shade of the emulsion shall be got a pproved by the 
Architect. Double scaffolding shall be used, ladden  if used shall 
be tied with old gunny bags at top to prevent damag e or scratches 
to the walls. The instructions of the manufacturer shall be 
followed, in application of priming and finishing c oats. Turpentine 
or any other solvent shall not be used for thinning  the paint. 
Minimum 3 coats of paint shall be applied inclusive  of primer coat. 
If proper and even surface is not obtained to the s atisfaction of 
the Architects in 3 coats, Contract shall carry out  additional 
coats of painting to approval at his expenses. Care  shall be taken 
that dust or other foreign material do not settle o r disfigure the 
various coats. The measurement shall be in square m etre. 

 
4.0   WATER PROOFING SILICON BASED PAINTING: 

It shall be used on external surface mainly on expo sed stone 
surface by spray equipment. The contractor shall br ing the material 
to the site in their original packing. The containe r shall be 
opened in front of Asstt. Engineer and used  as rec ommended by the 
manufactures. The surface shall be free from residu es and shall be 
washed down by brushing and washing with fresh wate r then allows to 
dry overnight. The silicon solution of approved mak e shall be 
applied on the clean & dry surface with spraying ma chine uniformly 
the second coat shall be applied after first coat h as been set for 
at least 24 hours, before application of the second  or subsequent 
coats the surface of the previous coat shall not be  wetted. 
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5.0     MISCELLANIOUS 

5.1   The work of cupboard/cabinets shall be done a s per drawings. 
The depth of cupboards shall be as shown in drawing s. The 
work includes holdfasts and other accessories usual ly 
required for complete installation. All inner surfa ces shall 
be painted & outer face polished as per Architect a pproval. 

5.2   All exposed cut ends of boards shall be provi ded with 
hardwood lippings. 

5.3   Kail wood to be used shall be of the best ava ilable quality. 
5.4   The joints in cement concrete pavements/roads  shall be formed 

as per design and pattern. The joints shall be clea ned and 
neatly filled with ‘A’ grade sealing compound. Side  kerbs 
shall be made in situ to design and volume paid for  in the 
same item. Required side forms shall not be paid se parately. 

5.5   For whitewashing, colour washing, distemperin g on sand faced 
plaster or on rough cast plaster with stone aggrega te upto 
10mm, only flat single surface will be measured and  paid. 

5.6   In the case of R.C.C. Jallies upto 50mm thick  only single 
flat surface will be considered for each side of pa inting. 

 
           SERVICES  
1.0        GENERAL 

1.1   The drawings for services are diagrammatic bu t shall be 
followed as closely as actual construction permits.  Any 
deviations from the drawings shall be in conformity  with 
architectural and structural drawings. The dimensio ns 
designated by the manufacturers shall take preceden ce over 
the drawings. 

1.2   At completion of work the Contractor shall su bmit one set of 
tracings and two sets of prints of “As Built Drawin gs” These 
drawings shall, among others, include invert levels , pipe 
runs, diameters, location of valves, access panels,  layout of 
equipment’s, piping connections and such other info rmation 
for maintenance & future extensions. Guarantee give n by 
manufactures shall be assigned to the Employer alon g  with 
names & addresses of manufactures, suppliers and in formation 
about spare parts. 

1.3   All site tests shall be carried out with prio r intimation to 
the Asstt. Engineer. All defects shall be rectified  and test 
conducted again to the satisfaction of the Asst. En gineer. In 
addition to the test required by the specifications , the 
contractor shall also conduct tests required by the  Architect 
and by the municipal or other Authorities. 

1.4  All work shall be executed by competed and lic ensed persons. 
The contractor shall maintain liaison with Municipa l and 
other controlling Authorities. He shall obtain thei r 
approvals and certificates as required by the bye – laws at 
appropriate stages. 

1.5   No cutting / chasing shall be done in load be aring structural 
members without prior approval of the Asst. Enginee r. Sleeves 
and openings shall be provided during the progress of 
construction in preference to cutting at later date .  
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1.6   The architect may require typical mock up(s) to be installed 
in advance for approval. Undamaged materials from t he mock up 
shall be allowed to be reused in the work. 

1.7  Unless otherwise described in the item CI/SCI pipes and 
fittings shall be a spigot and socket type. 

1.8   G.I. pipe spouts shall be paid as per item of  G.I. Pipes 
(internal work). Cutting and making good is include d. The 
free ends may be skew cut. 

1.9   Wherever use of GI pipes is called for the sa me shall be 
medium class (class – B) 

 
2.0   MATERIALS 

2.1   The materials shall confirm to the specificat ions and in 
absence thereof to Indian Standards. The products s hould bear 
the ISI Mark. 

2.2  The makes of materials for use in this work ar e broadly 
approved as per list given below. The contractor sh all, 
however, get particular makes and samples approved before 
ordering. 

2.3   Notwithstanding any interim or final approval  the Contractor 
remains responsible for satisfactory performance of  all 
fittings & fixtures. The liability of the contracto r is not 
limited by any approval of the make of materials. 

2.4   The item rate of mirror includes extra packin g piece of AC 
plain sheet, where required due to off set between plaster & 
glazed tiles surface. 
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i) ELECTRICAL SPECIFICATIONS           
    
1.01    It is not the intention to specify complete ly herein all aspects 

of design and constructional features of equipment’ s and details 
of the work to be carried out, nevertheless, the eq uipment and 
work shall confirm in all respects to high standard s of 
Engineering, Design and workmanship and shall be ca pable of 
performing in continuous commercial operation in a manner 
acceptable to the owner who will interpret the mean ing of the 
specifications and drawings and shall have right to  reject or 
accept any work or material which in his assessment  is not 
complete to meet the requirements of this specifica tions and / 
or applicable code and standards mentioned elsewher e in this 
specifications. 

   
2.00    SCOPE OF WORK 
                

The scope of work under this specifications shall i nclude 
design, manufacture, testing, supply, storage, erec tions, 
testing and commissioning of following items for co mplete 
electrification including labour, tools, tackles an d plants etc. 
as required. 

 
2.01    A) Lighting system for the indoor and outdo or areas of the 

building complete with switchboards, switches, rece ptacles, 
wires, conduits, Earthing and their accessories etc . as 
required. 

            
        B) SERVICES 
 
a)     For Electrical points, telephone, fire alarm  system wiring, 

cabling connections and their terminations at requi red points 
with respective accessories. 

b)    Laying of conduits, made of PVC/MS with respe ctive accessories. 
c)      Panel and distribution boards with accessor ies and their 

terminations. 
d) Raising mains/sub-mains/bus ducts with    access ories and their 

terminations. 
e) Earthing system. 
f) The scope of work shall also include all minor/ civil works 

associated with lighting, power panels, Distributio n boards, 
Cables, cable trays, conduits either on surface or in walls or 
ceiling for light points, switch boxes cutting and chasing the 
walls, ceiling including refilling, plastering the same. 

 
g)     Materials and components not specifically me ntioned in the 

specifications but necessary for satisfactory insta llations and 
operations of the system mentioned therein shall be  deemed to 
have been included in the scope of work of this spe cification 
and NO extra payment shall be made for the same. 

 
2.02 The installation shall comply in all respects with the 

requirements of Indian Electricity Act 1910 as amen ded up to 
date. Indian Electricity Rules 1956, thereunder and  special 
requirements, if any of the state electricity board s etc. 

 2.03    
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            RATE 
 

A) The rate of the wiring points  (light, fan, plug , bell) 
given in the schedule of work shall be irrespective  of the 
length of the points. Circuit wiring of these point s shall 
not form part of the rate. The point wiring shall b e carried 
out with 3/0.029 copper conductor PVC insulated 650 /1100 
volts grade wire with the circuit wiring shall be 3 /0.036 
copper conductor. For power point wiring shall be w ith 
7/0.036 copper conductor PVC insulated 650/1100 vol ts grade 
wire including earth conductor of minimum size of 1 4 SWG bare 
/ copper shall be part of the point wiring. 

            
B) Separate wiring shall be made for each wiring sy stem 
such as NORMAL, EMERGENCY, TELEPHONE etc.  No extra  payment 
shall be made to the contractor on this regard. 

                  
c)   Point wiring shall consist of circuit wiring f rom 
final/sub-distribution board together with controll ing 
switch, ceiling rose or any other approved terminat ion or 
socket outlet with switch. 

            
d)   Wiring shall be done in LOOP IN system and pha se or 
line wire shall be looped at switch box and neutral  conductor 
shall be looped from point. 

 
    2.04   DRAWINGS 
 

i)  Few drawings showing general layout of building  and 
distribution as such are enclosed with these specif ications 
or can be seen at consultant/ Architect's office. T hese 
drawings are meant to give a general Idea to bidder  regarding 
the nature of work covered by these specifications.  

ii) No information/Data shown/not shown in these dr awings shall 
relieve the contractor of his responsibility to car ry out the 
work as per these specifications and or drawings af ter the 
award of the work. Prices shall not be subject to v ariation 
after award of work due to difference in drawings a nd actual 
construction drawings released from  time to time. 
iii) Contractor shall prepare and submit to the con sultant 
for his approval, detailed shop drawings of all sys tem of 
wiring, Distribution boards, panels etc. All work s hall be 
carried out on the approval of these drawings, howe ver 
approval of these drawings does not release the con tractor of 
his responsibility with the intent of the specifica tions. 

 
 

2.05  ERECTION OF CONDUITS 
 

a) The conduit shall be properly and tightly screwe d between the 
various lengths and into the boxes through which it  runs and 
terminals so that the wiring is continuously, and e ffectively 
protected through out its entire length. No part of  the 
conduit shall be under  

    mechanical stress and the whole conduit system shall be 
electrically and mechanically continuous through ou t. 
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b) Corners shall be turned by means of easy bends o r sets made 
without altering the section or opening the same. T he radius 
of every conduit bends shall be such as to allow co mpliance 
with regulation B-32 of I.E.E. regulations for bend s. in 
cable; and in addition the inner radius of the bend  shall not 
be less 2.5  times the out side diameter of the con duit. 

c) Where conduits are connected by means of a socke t, the ends 
of the conduit shall be put together in the centre of the 
socket, and in the case of running joints no expose d shall be 
visible after erection. 

      
2.06  FIXING OF BOXES 

            
(a) All boxes, except those for external works, sha ll be securely 

fixed by means of counter sunk screws, minimum size  40mm No.8 
using approved type rawl plugs. 

 
(b) At least one screw shall be used for fixing sta ndard circular 

boxes and adaptable boxes up to 100mm size. A minim um of four 
fixing screws shall be used for larger boxes. 

 
(c) In all cases, the fixing holes shall be suitabl e for counter 

sunk screws, so that the screws heads do not projec t into the 
boxes and all screws driver burrs shall be removed before 
cables are drawn in. 

 
(d) For external work and other particularly damp s ituations, 

galvanised cast iron, weatherproof boxes with exter nal fixing 
lugs shall be used. 

 
(e) In addition to the external fixing, the boxes s hall be 

supported by saddles spaced not more than 150mm on each side 
of the box Fixing holes shall not be drilled in the  box. 

 
       2.07 EARTHING 
 

(a) Cypriot 14 swg minimum copper bare earth wire o r insulated 
wire as specified is to be drawn in each conduit fo r earthing 
the general light and power outlet up to 230 volts and 2 for 
415 volts. Earth conductor size shall be in accorda nce with 
I.E. Rules table D-2. 

 
(b) The earth conductor shall be terminated by mean s of  

drilling two holes in the conduit box, the earth wi re shall 
pass through one hole to the outside of the box and  shall be 
connected by means of a rose Courtney type washer t o a 3/8", 
2" BA round headed brass screws which shall be bolt ed into 
the second hole. Two washers and two nuts shall be used with 
each screw. 

 
(c) A similar arrangement to the above shall be use d at the 

termination to the equipment or by any other approv ed manner, 
meeting with the approval of the Engineer. 

    2.08  INSTALLATION OF SWITCHES, SOCKETS & ACCESSORIES         
 

All the switches shall be wired on phases connectio ns shall 
be made only after testing the wires for continuity , cross 



 
 

 
 

47 

phase etc. with the help of a  switches, sockets, f an, 
regulator etc. shall be housed in proper sheet stee l 
enclosure with PVC/Perspex sheet. Regulators shall be fixed 
on adjustable MS flat straps inside the enclosure. The 
arrangement of switches and sockets shall be neat a nd 
systematic covers for enclosures accommodating swit ches, 
sockets, etc.(point control boxes) shall be of 5mm thick. 
fine finished PVC/PERSPEX material/hylum are fixed to the 
enclosure in plumb with counter sunk head,  chromiu m  plated 
brass screws. outlets shall be terminated into a ce iling rose 
for fan  points  and into autoway  wall  plug  sock ets,  the 
conductors may be terminated directly into the swit ches and 
sockets. The outlets, point control boxes etc. shal l be set 
out as shown on the drawings.  Before fixing these,  the 
contractor shall obtain clearance from the Engineer /Architect 
with regard to their proper locations.  The enclosu res of 
sockets/and 3rd pin of the sockets shall be connect ed to the 
ground through a proper size earth continuity wires  as laid 
out in standard specifications no. MV-150. 

  
 2.09       POSITION OF POINTS,DISTRIBUTION BOARDS & SWITCHBOAR DS  
            

a) The recommended position of the light point, con trol 
switches, distribution boards as shown on the drawi ngs shall 
be adhered to as far as practicable. In case of loc ation 
changes due to Architectural requirements, no extra  payments 
will be made on this account. 

b)   Should there be any discrepancy or incomplete description 
ambiguity or emission in the drawings or                in 
other documents whether original or supplementary                  
forming the contract, the tenderer shall immediatel y on  
discovering the same shall draw attention of the Ar chitect / 
consultant. 

c) Before commencement of work, the exact final pos ition of all 
points, switch boxes and the distribution boards sh all be 
ascertained by the tenderer from the Architects / 
Consultants. 

 
2.10  SAMPLES 

The contractor shall submit 2 sets of samples of ac cessories 
and apparatus, he proposes to use in the installati ons, at 
site for approval a required. This specification sh all not be 
departed from without any written instructions from  the 
consultants.  

 
2.11  MANUFACTURER'S INSTRUCTIONS. 

 
Where manufacturers have furnished specific instruc tions 
relating to the material/ equipment to be used in t his job, 
covering points, not specifically mentioned in thes e 
documents, manufacturer's instructions shall be fol lowed. 

2.12 MATERIALS AND EQUIPMENTS 
 

All the materials and equipments shall be of approv ed make 
and design, Unless otherwise called for, only the b est 
quality materials and equipment shall be used. 
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2.13  PRICES 
 

Prices shall remain firm and free from variations d ue to rise 
in the cost of materials/labour during the stipulat ed period 
of execution and during extended period of Completi on of 
project . 
 

TECHNICAL SPECIFICATIONS  
 
SECTION ‘A’ MATERIAL AND WORKMANSHIP 
 
1. All Materials brought on site of works and meant  to be used in the 

same shall be the best of their respective kinds an d to the approval 
to the architects/Employer. 

 
2. Samples of all materials shall be got approved b y the 

Architects/Employer and shall be deposited with him  before the order 
for the material is placed with the suppliers.  The  material brought 
on the works shall confirm in every respective with  approved 
samples. 

 
3. The contractors shall check each fresh consignme nt of materials as 

it is brought on the site of the works, to see that  they confirm in 
all respects to the satisfactions and/or samples ap proved by the 
Architects. 

 
4. The Architects/Employer will have the option to have any of, the 

materials tested to find whether they whether they are accordance 
with the satisfaction and the contractor will bear all expenses in 
that connection.  All bills,vouchers and test certi ficates which, in 
the opinion of the Architects/Employer or the repre sentative, as 
necessary to convince him as to the quality of the materials of 
their suitability shall be produced for his inspect ion on 
requisition Testing charges, if any shall have to b e borne by the 
contractor. 

 
5. Any material that have not been found to confirm  to the 

specification will be rejected forthwith and shall be removed from 
the site by the contractors within 48 hours at thei r own cost. 

 
6. The Architect/Employer shall have power to cause  the contractors to 

purchase and use such materials, from any particula r source, as may 
in his opinion be necessary for the proper executio n of the work. 

 
7. Workmanship: All works shall be to level plumb a nd square comers, 

edges and arises in all cases shall be unbroken and  finished neat. 
 
8. Skilled mistries for the respective trades shall  employed by the 

contractors to check to the work in progress and to  instruct and 
extract the right kind of workmanship from the men employed on the 
works  Instructions given to such mistries by the a rchitect or his 
representative shall be carried out with a view to get the work 
executed in a neat and workman like manner accordin g to these 
specification. 

 
9. The Architect/Employer may order the inspection any finished work as 

he chooses and in a manner he decides, and the cont ractors shall 
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bear all expenses in the connection.  If the result s of such 
inspection prove that the workmanship is not of the  standard 
required, the work will be rejected and removed for thwith and he 
replaced by works of the accepted standard of quali ty. 

 
 
2.11 HARDWARE & METALS: 
 
2.12 Tables side units back units consoles or other  articles as per 

schedule of quantities shall be deemed to be inclus ive of all the 
hardware required e.g. locks, sliding channels hand les / knobs, 
bolts screws PVC buffers for the legs of sofas chai rs tables etc. as 
per instructions of engineer in charge. 

 
2.13. Screws are to match the finish of the article s to be fixed and to 

be round or flat headed or counter sunk as required . 
 
2.14 The contractor should cover up and protect the  brass and bronze 

surfaces with a thick grease or other suitable prot ective materials 
renew as necessary and subsequently clean off and c lear away join 
completion. 

 
2.15 Aluminum and stainless steel shall be of appro ved manufacturer and 

suitable for its particular application.  Generally , surface of 
aluminum shall have an iodized finish or powder coa ted finish and 
both shall comply with the samples approved by the 
Architects/Employer All stainless steel sheets shal l be 304 s.s. 
Japan or equivalent with gauge as specified but not  thinner than 16 
gauge.  All exposed steel surfaces shall also have powder coated 
finish and shall completed with samples approved by  
Architect/Employer. 

 
2.16 All steel, brass, bronze, aluminum and stainle ss steel articles 

shall be subjected to a reasonable test for strengt h if so required 
by the Architect /Employer at the contractor ’s exp ense. 

 
2.17 All branching and welding are to be executed i n a clean and smooth 

manner rubbed down and left in the flattest and tid iest way, 
particularly where exposed. 

 
2.18 Chromium plating shall be in accordance with I S standard or as per 

approved specification for normal outdoor condition s and shall be on 
a base material of copper brass or as specified. 

 
2.19 GLAZING: 
 
2.20 All glass is to be of approved manufacturer of  approved quality and 

shall be free from bubbles, smokes, waves, air hole s and other 
defects. 

 
2.21 While cutting glass, proper allowance by made for expansion.  Each 

square of glazing to be in one whole sheet.  On com pletion of work, 
all glass shall be cleaned inside and outside and a ll cracked 
scratched and broken panes shall be replaced and le ft in a good 
condition. 

 
2.22 All exposed edges of glass shall be lead polis hed.   
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C. TECHNICAL SPECIFICATION 
 
GENERAL 
 
This specification is for work to be done, item to the supplied and 
materials to be used in the works as shown and defi ned the drawings and 
described herein, all under the supervision and to the satisfaction of 
the Architects/Employer. 
 
1.1 The workmanship is to be the best available and  of a high standard.  

Use must be made of special tradesmen in all aspect  of the work and 
allowance must be made in the rates for doing so. 

1.2 The materials and items to be provided by the c ontractor shall be 
approved by the Architects/Employer in according wi th any samples 
which will be submitted for approval by the contrac tor and generally 
in accordance with the specifications.  Also if pro ducts are 
specified in the  specification and/or bill of bran d trade name or 
catalogue reference the contractor will be required  to obtain the 
approval of the Architects before using the materia ls.  The 
contractor shall produce all invoice, vouchers or r eceipts for any 
materials if called upon to do so by the Architects /Employer. 

1.3 Samples of all materials are to be submitted to  the Architect for 
approval before the contractor orders or delivers t he materials at 
site.  Samples together with their packing are to b e provided free 
of charge by the contractor and should an materials  be rejected they 
will be removed from the site at the contractors ex penses. All 
samples will be retained by the Architects/Employer  for comparison 
with the materials which will be supplied.  The con tractors submit 
specimen finish of colors, fabrics, etc. for the ap proval of the 
Architect before proceeding with the work. 

 
1.4 The contractor shall be responsible for providi ng and maintaining 

any boxing or other temporary coverage required it the protection of 
dresses or finished work if left unprotected.  He i s also to clean 
out all shelving cut ends and other waste from all parts of the 
works before coverings or in-fillings are construct ed. 

 
1.5 Templates, boxes and moulds shall be accurately  set out rigidly 

constructed so as to remain accurate during the tin . they are in 
use. 

 
1.6 Only the class workmanship will be accepted con tractor shall 

maintain uniform quality and consistency in workman ship throughout. 
 
 
 
 
 
 
 
 
 
 
 



 
 

 
 

51 

 
 
4.  JOINERY 
 
4.1 Joinery is to be taken up immediately after the  placing of the 

contract frame-up, bonded and wedged up. Any portio ns that are 
warped or found with other defects are to be replac ed before wedging 
up.  The whole of the work is to framed and finishe d in a proper 
workman like manner in accordance with the detailed  drawings,  
wrought and whenever required, fitted with all nece ssary metal ties, 
straps, bolts, screws glue etc. Jointers work, gene rally to be 
finished with fine sand glass paper. 

 
4.2 JOINTS: All joints will be standard mortise and  tenon, dowel, 

dovetail, and cross halved. Nailed or glued butt jo in will not be 
permitted. Screws nails etc. will be standard iron or oxidized and 
of nettle fold make joint less state otherwise.  Wh ere mortise and 
tenon joints are used, tenons should fit the mortis es exactly.  In 
respect of points in the hollock timber frame wash in sofas the 
joints should confirm to the best practice in the t rade. 

 
4.3 Nailed or glued butt joints will not be permitt ed, except in 

exceptional cases with approval of Architects/Emplo yer  
 
4.4 Where screws shown on a finished surface, these  will be sunk and the 

hole plugged with a wood plug of the san wood and g rain of the 
finished surfaces unless detailed otherwise.  Nails  on finished 
surfaces will be nearly punches and the hole filled  with wood filler 
to match the color. 

 
4.5 Should joints in joiner’s work open, or other d efects arise within 

the period stated for defect liability in the contr act and the 
clause thereof, such defective joinery shall be tak en down and 
refilled, redecorated and/or replaced necessary and  any work 
disturbed shall be made good at the contractor’s ex pense. 

 
4.6 Nails, spikes and bolts shall be of lengths and  weights approved by 

the Architects/Employer Nails shall complete with I S 1959-1960 or 
equivalent approved quality sample. Brass hedge nai ls are to comply 
with B.S. 1210.  Wire staple shall comply with B.S.  1494 or 
equivalent. 

 
4.7 The contract surface of dowel, wedges etc. shal l be glued with an 

approved adhesive. 
 
4.8 Where glued Joinery and carpentry work is likel y to come into 

contract with moisture, the glue shall be waterproo f. 
 
4.9 All dovetail joints shall be further strengthen ed with M.S. Cleats 

for cabinet furniture like tables, storage units et c. 
 
4.10 Where boards/plywood has to be fixed on anothe r boards/plywood the 

two surfaces shall be fixed together by applying sp ecial carpenter’s 
adhesive and headless nails.  
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5.0 PAINT AND POLISHES: 
5.1 All materials required for the works shall be o f specified and 

approved manufacturer, delivered to the site in the  manufacturer’s 
containers with the seals, etc., unbroken and clear ly marked with 
the manufacturer’s name or trade mark with a descri ption of the 
contents and colour.  All materials are to be store d on the site of 
the work. 

5.2 Spray painting with the approved machines will be permitted only if 
written approval has been obtained from the Archite ct/Employer.  The 
paint used for sparing is to be specially prepared by the 
manufacturer for spray Thinning of paint made for b rushing will not 
be allowed. 

5.3 Wood preservative shall be Ascu Green Saver or any other equal and 
approved impregnating wood preservative at all conc ealed wood work 
shall be treated with wood preservative. 

5.4 All brushes, tools pots, kettles, etc. used in carrying out the work 
shall be clean and free from foreign matter and at to be thoroughly 
cleaned out before being used with a different type  of class of 
material. 

5.5 All iron or steel surfaces shall be thoroughly scraped and rubbed 
with wire brushes and shall be entity free from rus ting mill scale 
etc. before applying the priming  coat. 

5.6 Surfaces of new wood work which are to be paint ed are to be rubbed 
down and  cleaned to the approval of the Architects /Employer. 

5.7 All exposed teakwood surfaces and teak ply surf aces and surfaces 
which are not treated otherwise shall be finish wit h stained polish 
to the required shade and melamine matt finish. 

5.8 All exposed cedar wood surfaces and clear ply s urfaces shall be 
finished with ready mixed wax polish to give nature  shade. 

5.9 The tendered rates shall include cost of season ing and providing 
wood preservative and as given in the specification   

 
6.POLISH:- 
6.1 Pure shellac varying from pale orange to lemon yellow color free 

from resin or dirt shall be dissolved methylated sp irit at the rate 
of 140 gm of shellac to 1 litre of spirit. Suitable  pigment shall be 
added to get the required shade. 

 
6.1.1.The surface shall be cleaned. All unevenness shall be rubbed from 

smooth with the sand paper and well sets if variabl e shall be 
covered with a preparation of red lead and the size  land on white 
hot Hoes an mgehtations on the surface small be sto pped with 
plazsr’s putty.  The surface shall then be given a coat of won 
filler by mixing whiting (ground chalk) in methylat ed spirit at the 
rate of 1.50kg of whiting per litre of spirit. The required staining 
agent shall be added to get the required sand.  The  surface shall 
again be rubbed down perfect smooth with glass pape r and wiped 
clean. 

 
6.1.2.The polishing rubber, the most important impl ement in French polish 

shall consist of a pad of cotton wool., which acts as a reservoir 
for the polish and a soft white linen or cotton fab ric similar to a 
well worn handkerchief, which acts as a filter.  Th e rubber must 
never be dipped in to the polish. It should be char ged by pouring 
the polish on the pad with the cover remove. 
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6.1.3.The surface shall be worked upon evenly a slo w figure of eight 
motion until the surface is coated with a thin laye r of polish.  The 
object shall be to apply a series to thin coats, al lowing only a few 
minutes for drying between the coats, when a level and even bodied 
surface is obtained the work is considered ready fo r the second 
stage is spiriting off. 

 
Allowing the work to stand for at least eight hours , a fresh rubber with 
a double  thickness of cover material shall be rubb er with a double 
thickness or cover shall be taken and charged with methylated spirit.  
The surface shall be sprite off to remove the rubbe r marks and to give 
the brilliance of finish.  The rubber shall be work ed in the direction 
grain an continued till the surface is free from sm ears and rubber marks 
and left to harden off. 
 
7.1 MALAMINE FINISH: 
7.2. The malamine finish shall be applied on the Fr ench spirit    

polished surface. 
7.3. The malamine coat of clean hard glaze shall be  applied with a cloth 

pad. The surface shall then be left in or/any for a t least six hours 
and further coats area applied with a paint brush.  If the duration 
of gap is move than 2 hours between coats, the prev ious coat shall 
be rubbed down 24 hours between paper or a medium g rade of steel 
wool. The matt finish shall be contained by giving a final coat of 
clean Ronseal matt coat. 

 
8.0 TIMBER: 
 
8.1 The timber shall be of the species stipulated i n the schedule of 

Quantities/Drawings. 
8.2 (a) Teak wood shall be of C.P. Teakwood variety . 
8.3 (b) Wood for frame work/roughwood shall be holl ock even though 

drawings may show Kail. 
8.4 All dimensions given in the schedule of quantit ies and drawings are 

the required finished size. 
8.5 Timber shall be well seasoned and kiln dried wi th a moisture content 

of 12% nominal +2% for teakwood.  The contractor sh ould get the 
timber tested for moisture content of wood at his o wn cost as per 
the directions of the Architects/Employer. 

8.6 All timber shall be treated with preservatives as directed. 
8.7 All timber shall be free from worm holes, loose  or dead knots or 

other defects and shall not suffer from warping spl itting or other 
defects. All timber shall be approved by the Archit ect/Employer 
before use. 

 
8.8 MDF BOARD/BLOCK BOARD/PLUWOOD/PARTICLE BOARD: 
8.9 MDF boards block boards/plywood/particle board etc. as specified in 

the approved list of manufacturers shall only be us ed. 
8.10 Only B.W.R. grade phenol formaldehyde bonded b oards to be used. 
8.11 MDF board shall comply with I.S. 12406-1988.  Manufacturers 

specification shall be followed in the use of MDF b oards for the 
various usages. 

 
 
9.0 SHOP DRAWINGS: 
 The contractor shall submit for approval all joine ry details for 

total furniture.  Shop drawings shall relate to sit e measurements 
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and shall show in detail the construction of variou s parts of the 
work, the method of jointing, thickness and type of  material, the 
finishes to be applied to the various exposed surfa ces, details of 
anchoring, joints, welds, fastening and all other r elevant 
information. 

 
10.0 SPECIFICTION FOR FALSE CEILING WITH PLASTER OF  PARIS OVER. 
 

EXPANDED METAL: 
 The  frame for false ceiling shall be paid for, se parately.  The 

frame work shall be treated with one coat of primer  before it is 
covered with ceiling.  The underside of frame work shall be true to 
planes or pieces as specified. 

 
 The exposed metal shall be tack welded to the unde r side of the 

steel frame work with suitable space blocks so as t o obtain 
thickness of not less than 12mm over the entire fal se ceiling.  The 
joints in the expanded metal shall be provided only  under the main 
steel frame work. 

 
 The plaster of Paris shall be of the calcium sulph ate hemi-hycrate 

Varity.  It’s fineness shall be such that when siev ed through a 
sieve of LS. Sieve designation 3.35mm for 5 minutes  after drying the 
residue left on it shall not be more than 1% by wei ght. It shall not 
be too quick setting.  Initial setting time shall n ot be less than 
13 minutes.  The average compressive strength of ma terial determined 
by testing 5cm cubes after removal from moulds, aft er 24 hours and 
drying in oven at 40 degree centigrade till wt. of the cubes is 
constant shall not be less than 84 kg per square me ter. 

 
 The material will be mixed with water to a workabl e consistency.  

Plaster of Paris shall applied to the undersign of expanded metal in 
suitably sized panels and finished to a smooth surf ace by steel 
trowels.  The plaster shall be applied in such a ma nner that if 
fully fills the gaps between the strands of expande d metal and the 
thickness is as specified in the description of ite m.  The joints 
shall be finished flush to make the ceiling in one pieces the 
finished surface shall be smooth and true to plane,  slopes or curves 
as required. 

 
11. LAMINATES: 
11.1 Thickness of the laminate to be used shall be 1.0 mm. 
 
11.2 Joints in laminates will not be  permitted unt il and unless the same 

is unavoidable or is required as per the drawings. 
 
 Measurements: Length and breadth of the plan area of the finished 

work shall be  measured correct to a cm. no defecti ons shall be 
made for openings provided, nor  shall extra materi al or labour 
involved in such openings.  Rate shall include prov ision  access 
panel with MDF panel. 

 
 Rate to include decorative work with sunk raised l evels in false 

ceiling. Rate shall include all scaffoldings stagin g etc. 
 
12 Great care must be exercised in cutting the RCC slabs/beams to 

locate suitable reinforcement for welding the M.S. flats to be 
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provided for suspension of false ceiling system. Th e damage to the 
R.C.C. member shall be made good with cement  morta r 1:2 
(1cement:2coarse sand).  The projecting portion of the M.S. flat 
below  the R.C.C. member and any other steel member  in the false 
ceiling system shall be painted with one coat or re d oxide paint. 

 
13 The tendered rates shall apply for all floors he ights.  The tendered 

rates shall include  backing of plastered surface w herever 
Dado/wall lining with marble/granite stone  slabs a re envisaged and 
the back has been plastered. 
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      LIST OF APPROVED MAKES OF MATERIALS  
 All  materials to be used for furnishing & interior work is to  be of  following approved make, 
manufacturers other than listed below     may   also   be  considered  at  the  discretion   of  the   
Architect/Employer. 
 

MATERIALS                               MAKE 
 
Plywood, Block board                                Greenply, Century, National, Alpro Premium 
 
Particle Board                                                      Deco board, Eco board or Approved equivalent. 
 
Veneer                                                                  Durian, Duro, Century  
 
M.D.F. Board                                                        Duratuff, Nuwood (EXTERIOR EWP GRADE), 

OR. Approved equivalent. 
 
Gypsum Ceiling                                                     India Gypsum 
 

     Mineral Fibre Tile Ceiling                    Armstrong.  
 

                 Laminate Merino, Greenlam, ,National or approved        
equivalent 

 
Insulation wool                                U.F.Twiga, crown, Lloyd or Approved equivalent 
 
Locks with CP brass                       Godrej, Golden, Dorset or Approved equivalent 
 
Hinges and hardware    Earl Bihari OR Eq. Approved 
   
Soft board     Sitatex or equivalent. 
 
Paints                                              Asian, Berger, Nerolac or Approved equivalent 
 
Surface texture wall coating            Unitile, Heritage, Spectrum  
 
Ceramic tiles                                   Kajaria, Bell, Johnson  
 
Vitrified Tiles BELL Granito (MarboGranit), Jhonson            

 
Soil waste &R.W.P.                         RIF/BC/SRIF. 
 
G.I. fitting                                         KS ENG. Works / R-mark K- mark. 
 
G.I.pipes                                          Tata /JINDAL Hissar or Approved equivalent 
 
Stone ware pipes & gully traps        Perfect / Bura. or Approved equivalent 
 
Steel sink     Neelkant, Jyana, Nirali or Approved equivalent 
 
Fire Retardant Coating Viper or Equivalent 
 
Wood Preservative ASCU PS-2 or equivalent.  
 
Vertical / Venetian Blinds Vista levellor. 
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LIST OF APPROVED MAKES OF MATERIALS  
 

    All  materials to be used for Electrical work is to  be of  following approved make, manufacturers 
other than listed below     may   also   be  considered  at  the  discretion   of   the     Architect / 
Employer. 

 
          MATERIAL                                       MANUFACTURER/BRAND NAME  
     
 

Cables (ISI mark 1100 V 
Grade)     : CCI/ Finolex /Kalinga/Skytone 
 
Wiring 1100V grade ISI                       : Finolex / Skytone/ Havells 
  
M.S. Conduit ISI make   : BEC / AKG / . 
 
Cabling, capping & accessories.         : Precision / modi / Asian 
 
Trunkings     : Precision / modi,  
 
P.V.C conduits    : AKG / Setia /Kalinga 
     
MCB ,D.B, ELCB                 : MDS / Havells / Indo Asian 
                                    
Switches, sockets, plates                    : ABB / MK Modular / crab tree 
 
Electrical fixtures fluroscent                : Philips / Wipro / Crompton 
C.F.L light fixture etc. 
 
Fan & Exhaust fans               : Crompton / G.E.C./Havells or Approved equivalent 
 
Brass Cable glands.               : Siemens /  Havells. 
 
Telephone wires    : Delton /  Finolex. 
 
MCCB’s                 : MDS, Havells. 
 
Selector switch& indication 
Light.                : Kaycee / Siemens /  L&T. 
 
 
Distribution Boards                          : Double Door  HAVELLS/ MDS 
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THE GRID     TENDER FOR INTERIOR AND FURNISHING 
architects and                                   WORKS IN INDRAPURAM BRANCH 
interior designers                               STATE BANK OF TRAVANCORE 

                                                   
                                                           
 

S.No Particulars Qty Units Rates Amount 
1 

Dismantling of existing  false ceiling, flooring etc and 
disposing the malba from site on day to day basis as per 
instructions of Bank / architect. 1.00 LS   

      
2 CIVIL WORK     

2.1 

Brick work 115 mm thick, with bricks of class designation 
75 laid in Cement Mortar 1:4 (1 Cement : 4 Coarse Sand)  
The item includes cleaning base of floor finishing and 
reaching upto Base concrete slab. And then laying brick 
work over base mortar layer of 12mm. Item includes 
curing etc. complete. 3.00 Cum   

      
a 

Providing and applying cement plaster avg 12mm thick to 
be done in cement mortar mixed with water proofing 
compound (CICO or equivalent), mortar ratio will be 1:4 
(one part cement : 4 parts coarse sand). 20.00 Sq.mt   

 SUB TOTALCIVIL WORKS… (A)     
      

3 PARTITIONS / PANELLING     
 

Measurement of height shall be taken from finished floor 
level up to the level of ceiling, in case of varying heights 
on either side of partition, average height shall considered. 
The rate to include Provision  of extra frame work as 
necessary for skirting and making cutouts for electrical 
switch plates, switch boxes, light fittings light etc. making 
provision for laying conduit; as per drawings & directions. 
All wood framework to be applied with 2 coats of fire 
retardant paint and 1 coat of wood preservative with anti 
termite.     

      
3.1 

Providing and fixing partition from floor level up to the level 
of false ceiling with frame work of kail wood of size 50x50 
MM at spacing not exceeding 600MM center to center in 
vertical direction (Vertical member to be in one piece), and 
horizontal direction 12 mm thk  comm. ply to be fixed on 
both sides, including grooves as per instructions and 1.0 
mm laminate to be fixed on both sides. Partition to have 
100x12 MM cedar/ steam beach wooden band at skirting 
including a moulding as detailed on both sides, complete 
with melamine polishing the cedar wood surfaces  as per 
design and to the satisfaction.  30.00 Sq.mt 2400.00 72,000.00 
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3.2 

Providing and fixing Glazed Partition with same main 
specification and item 3.1), item includes  6mm Acid Wash 
glass above 900mm to 2100mm fixed in 35 x 20mm cedar 
wood / steam beach wood beading fixed over 95 x 35mm 
cedar / steam beach wood member fixed around opening 
finished with melamine matt polishing. Rest of 
specifications same as MAIN specifications of Partitions. 
Complete to the satisfaction of the Architect / Employer 10.00 Sq.mt   

      
9.2 

Providing and fixing front frame less patch fitting glazing  
with single door entrance for MANAGER & MEETING 
ROOM, glazing & doors with 12mm thick toughened & 
eteched Glass (As per Approved design) with frame less 
glass fittings & floor springs ( OZONE, Doorma, Kolf 
make) as per design. The item includes providing and 
fixing S.S. handle  400mm long on both side of glass, 
locks and fittings as per the manufacturer's specifications. 
complete to the satisfaction of Architect/ Bank.  20.0 Sq.mt   

      
3.3 

Providing and fixing Low height Partition with same 
specifications as main specifications above and 3.1), 
including all bends (curved shapes) , but height of partition 
to be 1220 with 38x95mm cedar wood moulding on top 
and side edges of partition .complete with melamine matt 
polishing including proper base etc. 17.00 Sq.mt   

      
3.4 

Providing and fixing cash cabin partition from floor level up 
to the level of 2100 mm with same specification as above 
but with a 12 mm thk. eteched  glass (with one edge 
tapered ) from 1067 up to 2000  fixed in cedar wood 
beading of size 35x20mm over a cedar wood frame of size 
90x25 screwed to the frame work; as per design and 
details. The wood surfaces to be finished in malamie 
polish complete. 8.00 Sq.mt   

      
3.5 

Providing & fixing 12 mm etched float glass in FRONT of 
Single Windows to be fixed with S.S clamps to  glass of 
partitions, As per details, item includs making all 
necessary openings in the glass, polishing of the edges of 
glass etc. Complete to the satisfaction of Architect / 
Employer. 2.00 Sq.mt   

      
3.6 

Providing and fixing 100mm thick teak wood/cedar wood 
partition with 150x100mm wooden frame at bottom and 
sides & top 100 x 50mm cedar wood, glass bricks blocks 
are fixed in the center as per design/details, complete with 
melamine polish.  3.00 Sq.mt   
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3.7 

Providing and fixing wall paneling upto 1220 height with 
50x25mm Kail wood frame at 2'-0" c/c in both directions, 
finished with 6mm ply &1.0mm laminate in two or more 
colour,  Paneling to have 50x35mm Cedar wood Moulding 
on top edge. Paneling finished in Malamine polish 
complete. panelling to have 100x12 cedar/ steam beach 
wood band at skirting including a moulding as detailed.  50.00 Sq.mt   

      
3.8 

Providing and fixing cladding on columns with alluminium 
composit panels (Vista, Eurolam, Metlam, Alstrong) as per 
the colour, shape and design, over a base of 25x25 
aluminium pipe at 450 centre to centre framework item 
includes all edge profiles, complete to the satisfaction.  18.00 Sq.mt   

 SUB TOTAL PARTITTION-PANELLING … (B)      
      
      
      

4 FALSE CEILING     
 

(Measurement shall be taken of the plan area only) 
Suspending system and frame work shall match layout of 
A.C. Ducts / grills, electrical / fire protection wiring / 
fixtures, Return Air grills etc. Rate to include provision of 
extra frame work needed due to layout refered above and 
fixtures etc. Rates to include necessary scaffolding.     

      
4.1 

Providing and fixing false ceiling with mineral fibre 
acoustic ceiling tiles of Armstrong with MICROLOOK 
TAGULAR edges and having noise reduction properties 
laid on exposed grid system with 15 mm wide T-Section 
flanges colour white, main runners are spaced at 1200mm 
c/c securely fixed to the structire soffit with approved 
hangers at 1200 mm maximum centres. flush fitting 1200 
mm crossed tees to be interlocked between main runners 
at 600 mm centres to form 1200x600 modules, 1200 mm 
cross tees shall be crimped.600x600 module to be formed 
by fixing 600 mm long flush fitting cross tees centrally 
between the 1200 cross tees. Ceiling tiles in size 
600x600x15 mm PRIMA DUNE PLUS  to be placed in the 
grid. Rate to include making necessary cut-outs or 
openings for light fixtures etc, complete.   48.00 Sq.mt   
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4.2 

Providing and fixing Gypsum Board False ceiling with 
INDIA GYPSUM Main ceiling sections at 1200 c/c and 
Cross msmbers at 450 c/c The grid work to be suspended 
from ceiling with Hangers at every 1200 c/c both 
directions. The Frame work to be as per manufacturer's 
specifications. 12.5 mm GYPBOARD to be screwerd to 
the frame. The board is finished with fillign the tapered 
edges of the board with jointing compound and finisheing 
with PAPER tape of INDIA GYPSUM. The ceiling is 
finished with a top coat as per approved manufacturer. 
The item also includes painting the ceiling with Plastic 
emulsion in 2 or more coats after preparing the base. The 
item includes all nevcessary cut outs for electrical / air 
conditioning grills and necessary frame work for them. 135.00 Sq.mt   

      
4.3 

Providing and fixing wooden false ceiling with 19 mm 
comm. Board box with cove lighting and wooden frame 
hanged with proper support with chain/ grouted in RCC 
ceiling, covered with 1mm laminate finish. Item also 
includes 6x6mm S.S bars inserted as per design 
complete. 4.0 Sq.mt   

 SUB TOTAL FALSE CEILING… (C)      
      

5 FLOORING     
5.1 

Providing and fixing VITRIFIED  (Johnson, Naveen, 
Marbito,Kajaria  600x600) tiles  on the existing  flooring 
fixed with fixing compound (Unitile, Fevimate) as per 
details  complete. The measurement to be the plan area of 
the flooring and NO extra payment to be made for design 
work. The skirting too shall be measured on Sq foot basis. 185.00 Sq.mt   

 SUB TOTAL FLOORING… (D)      
      

6 FURNITURE     
 All Tables/ counters/work stations to have 19mm 

comm.block board top and sides to be with 19 mm 
comm.block board and 1.0 mm laminate finish on exposed 
surfaces with paint inside, drawer units is to be made from 
12 mm one side prelaminated particle board with 19mm 
comm.block board FASCIA with 1.0 mm laminate 
finish.The drawers to run on telescopic drawer channels. 
Drawer units to have two smaller and one bigger drawers 
and locking arrangement  (Godrej or equivalent). Footrest 
75x50mm 2nd class teakwood member to be fixed for 
each table, the rate to include all hardware such as drawer 
channels, S.S handles  etc. The inside of the table to be 
painted with synthetic enamel in 2 or more coats after 
preparing base. The item also includes a tray for key-
board runing on telescopic channel, finshed with laminate 
on top and rounded front size 560x450, readymade CPU 
trolly with castors etc. complete  
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6.1 

Providing and fixing B.M. Table as per main specification 
but finished in 1mm laminate in two or more colours. The 
table front provided with metallic laminate on S.S studs. 
The table size to be 2100x900x750 1.00 Nos.   

      
6.2 Side table BM. same as main table size 915 x450 x 750. 1.00 Nos.   

      
6.3 

Providing and fixing OFFICERS Table as per main 
specification but finished in 1mm laminate in two or more 
colours. Inside finished with 1.0mm laminate.     

 Table size 1500x750x 750 4.00 Nos.   
      

6.4 

Side table OFFICERS with laminate finish same as main 
table size 900 x 450 x 750.and inside with 1.0mm laminate 4.00 Nos.   

      
6.5 

Providing and placing in position  Cash Counter Table  
made from 19mm Comm. board and with 1mm laminate 
finish, with overall height of 1050mm for working counter 
at 750mm and customer counter at 1050mm height made 
from 18mm prepolished granite over 19 mm comm board 
with 300mm wide.item include 12mm toughened frosted 
glass at front and sides of cabin and front modesty with 
19mm Comm. board  finished in 1 mm laminate.  The 
Counter to have drawer units same as mentioned in Main 
specifications of Tables above Except the drawers to have 
divisions as per Bank's instructions. The counter to have 1 
footrest per occupant . Item also includes a key-board tray 
& C.P.U stand of EARL Bihari make. The inside of the 
table to be finished with 2or more coats of paint, complete 
to the satisfaction of Architect/ Employer.  2.00 R.mt.   

      
6.6 

Providing and fixing system rm . continous table with 
19mm Comm board top with 1.0mm Laminate finish. The 
counter to have a drawer unit per occupant with same 
specs as MAIN specifications for tables. Item includes All 
CPU stand, Key board tray, Wire Managers etc. complete. 
width of counter to be  600 mm 2.50 R.Mtr   

      
6.7 

Providing and Fixing Grahak Mitra Table with 19 mm 
comm. board as above and laminate finish, front modesty 
with S.S perforated sheet  mounted on 4mm ply fixed with 
S.S studs 25mm as per designs. The writing top to have 
approx 18 mm thick Polished granite stone and coustomer 
top with 12mm glass in curved shape fixed with S.S studs 
250mm high above writing top.Item also to have 
independent Drawer unit with 3 drawers with same 
specifications as main tables.  1.00 Nos.   
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6.8 

Providing & placing in position  Writting Table  Size Dia 
525x width 450x1066 high with 19mm comm. Board and 
laminated, table to have waste box 600mm wide with  
shutters, the table top to have open shelves to take 
different BANK SLIPS made from 12mm comm ply 
finished in spirit polish. The top to also have 20 mm 
granite stone with front edge of granite stone to have 
moulding made from joining TWO stones. Complete with 
all polish/paint to the satisfaction of Architect/Employer. 1.00 Nos.   

      
6.9 

Meeting Table with steel frame & leg with 40 X 40 mm S.S 
pipe provided below glass and 150mm below glass and at 
skirting level as per design, Table top to have 12mm 
Toughned eteched Glass  size :4' 0" x 2' 0". Item includes 
a wooden box 3" deep in centre with pebbles. 1.00 Nos.   

      
6.10 

Providing and placing in position corner tables of size 
535x535x450 with 40mm cedarwood legs 62.5x35mm 
cedarwood frame at top with inlay work as detailed. 10mm 
bevelled brown glass fixed in SS spacers on top. The 
table to be finished in malamine polish complete. 3.00 Nos.   

      
6.11 

Providing and placing in position Centre tables of size 
1050x535x450 with 40mm cedarwood legs 62.5x35mm 
cedarwood frame at top with inlay work as detailed. 10mm 
bevelled brown glass fixed in SS spacers on top. The 
table to be finished in malamine polish complete. 1.00 No.   

      
7 SOFAS/CHAIRS     
 

All the chairs to be with push back system and 5 pronged 
Nylon base with gas lift and P.U good quality back seat & 
D shaped handles, seat and back with good quality 
moulded foam and base. ( Godrej)     

      
7.1 

B.M. Chair with steel frame body  and  revolving and 
Synchro tilting facility. (fabric cost aprox. Rs350/mtr.) 
Godrej  PCH 7001D. 1.00 Nos.   

      
7.2 

Officer's Chair with steel frame body medium back and  
revolving and tilting facility. (fabric cost aprox. Rs200/mtr.) 
Godrej  9102DR 8.00 Nos.   

      
7.3 Meeting and Visitor chairs Godrej PCH-7003 14.00 Nos.   
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Providing and placing in position Sofa with Hollock frame 
of Adequate & apropriate size with seat of 100mm thk. 
Rubber covered with 19mm Foam, Back with 75mm thk. 
Rubber covered with 19mm Foam, and finished in fabric 
Costing Not Less that Rs.200/-Mtr The Item Includes Flat 
springs For cushioning to be placed at placing not more 
than 75mm c/c, Quality Markin all around the Seat, Back 
and sides as required, All necessary Hardware, Stiching, 
provisions for contours, slopes etc. all complete     

i 3 Seater without ARM RESTS 1.00 Nos.   
ii 2 Seater without ARM RESTS 2.00 Nos.   
      

8 STORAGE CUPBOARDS     
 

P/f box cupboards 1'-6" deep  as shown in details with all 
sides, shelves to be 19 mm thk. comm. block board with 
6mm comm. ply to be fixed at the back. The shutters to be 
19mm comm. block board, with 1.0 mm laminate on all 
exposed surfaces. All edges to have cedarwood beading 
as per details, all shutters to have woods edging, 
complete including S.S. long handles, magnetic catchers, 
self closing hinges, locks, etc. The item includes polishing 
the cedarwood surfaces to be melamine polished and 
interior to be painted with 2 or more coats of synthetic 
enamel.complete to the satisfaction of Architect / 
Employer. Only front elevation to be considered for area 
calculation.     

      
8.1 

Providing & fixing storage with same spec. as mentioned 
for MAIN cupboard above complete. Top surface of the 
storage also to have 1.0mm laminate finish. 10.00 Sq.mt   

      
8.2 

Providing & fixing storage with same spec. as mentioned 
for MAIN cupboard above but height 750 mm complete. 
Top surface of the storage also to have 1.0mm laminate 
finish. 12.00 Sq.mt   

      
8.3 

Providing & fixing Over Head Storage same spec. as 
mentioned for above but height 900 complete. Bottom 
surface also to have laminate finish. 3.00 Sq.mt   

      
9 MISCELLANEOUS     
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9.1 

Providing & fixing Glazed door with 75x50 MM cedar wood 
Frame (chaukhat). The door shutter to be made from 
125x40MM cedarwood stiles, top with bottom rail of 
200x40 MM cedarwood member. Item includes12mm. 
etched glass  to be fixed with cedarwood beading 
14x12mm. The door is to be complete with Cylindrical 
door Lock (Godrej,Doorma, Ozone Make), 200mm 
S.S./Brass Handles, brass Stopper, BrassTower bolts, 
125 Brass hinges etc. All wood surfaces to be malamine 
polished complete to the satisfaction of Architect / 
Employer      

 Size of Opening : 900 x 2100 10.50 S.Mt   
      

9.2 

Providing and fixing front frame less patch fitting glazing  
with single door entrance for ATM, glazing & doors with 
12mm thick toughened & eteched Glass (As per Approved 
design including Bank's LOGO) with frame less glass 
fittings & floor springs ( OZONE, Doorma, Kolf make) as 
per design. The item includes providing and fixing S.S. 
handle  400mm long on both side of glass, locks and 
fittings as per the manufacturer's specifications. complete 
to the satisfaction of Architect/ Bank.  8.0 Sq.mt   

      
9.3 

Providing and fixing  door closers of approved make with 
cutting and fixing covering plate complete.(Ozone, Ebco, 
Doorking)  4.00 Nos   

      
9.4 Providing and fixing vertical blinds of approved shade and 

texture.(Vista Levelor).Dust Guard. 8.00 Sq.mt   
      

9.5 
Providing and placing S.S. perforated planters 300mm dia. 
complete with teracota pot and Silk plant (Palm etc base 
price 1200/ each) as per the satisfaction of Architect / 
Employer.  4.00 Nos   

      
9.6 

Providing and fixing notice boards with 19mm comm block 
boards sides with 1.0 mm Laminate finish and 75x35mm 
teakwood shutters with 6mm clear glass. The back to 
have 6mm comm. Ply and 12mm soft board covered with 
cloth of approved shade. The item is complete with 
polishing the teak surfaces.     

 Size 1200x600 & 150 deep 1.00 No.   
      

9.7 
Providing and fixing Pin up boards with 12 mm Cellotex 
boards with suitable cloth on top, board is fixed with cedar 
wood mouldings 19 x 25 mm size, complete with polish. 2.00 Sq.mt   
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9.8 
Providing and fixing  BANK logo 450 diameter in SS finish 
and name made from SS letters 150mm high on 19 mm 
teak finished board with 40x20mm teak moulding all 
around, fixed on the wall as per details, complete with 
polish. 1.00 Nos   

      
9.9 Providing and fixing Decorative wall Paintings in wooden 

frames on wall as approved of base prize Rs.2000/- 3.00 No.   
10 PAINTING     

10.1 
Providing and painting the walls, ceiling with plastic 
emulsion paint after preparing the base by removing 
existing paint/ finish and applying 2-3 coats of putty for 
leveled plain, smooth surface and applying 2 or more 
coats with rollers of plastic emulsion complete. 450.00 Sq.mt   

      
10.2 

Providing and painting synthetic enamel paint after 
removing old paint and preparing the base for the same 
and applying 2 or more coats of paint complete. 50.00 Sq.mt   

      
10.3 Providing and applying approx. 12mm thick POP punning 

on wall to give a clean smooth and plumb surface. 170.00 Sq.mt   
      

10.4 
Providing and painting texture  paint (Base price 60/ S.FT) 
in two or more shades with roller and spray, after 
preparing  the base for the same (Unitile or spectrum)  25.00 Sq.mt   

 TOTAL FURNITURE AND FURNISHING…(E)      
      
 G. TOTAL FOR INTERIOR AND FURNISHING     

      
1 ELECTRICAL WIRING     
 

Providing & fixing POINT WIRING for Ceiling and wall 
lights. The item includes Circuit wiring from DB  to the 
switch board with 2x2.5 Sq. MM PVC insulated copper 
conductor with 1.5 sq. MM PVC insulated copper 
conductor for earthing in appropriate size of 16 SWG MS 
conduits ISI mark (IS :9537), point wiring to be laid with 
2x1.5 Sq. MM PVC insulated copper conductor with all 
necessary accessories, such as saddles etc. on surface or 
embedded in wall, chasing the walls and making the 
surface neat  afterwards The item includes switch 6 AMP 
MK/ CRAB TREE/ ABB with (Double module)all base 
plates & cover plates, M.S. box of same make etc.3-plate 
ceiling rose to be provided for Exhaust fans complete. 
(EACH Circuit to take NOT MORE than 5-6 points) 

    
1.1 Providing and fixing point wiring with same specifications 

as MAIN point wiring above but  One point controlled by 
one switch. 

36.00 Nos.   
      

1.2 Providing and fixing point wiring with same specifications 
as MAIN point wiring above but 2 points to be controlled 
by one switch. 

22.00 Nos   
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1.3 Providing and fixing point wiring with same specification 

as above but for WALL FAN points with 1x5pin 6Amp 
socket outlet to be provided at the location of fan  

15.00 Nos.   
      

1.4 
Providing & fixing wiring for glow Sign Board with same 
specifications as main point wiring above with 2x2.5 
Sq.mm PVC insulated copper conductor  wire with 1.5 
sq.mm PVC insulated copper conductor for Earthing in 
appropriate size MS conduits.  3.00 Nos   

      
1.5 Providing & fixing wiring for 16 Amp Power points with 

same specifications as above but with 2x4.0 Sq. MM PVC 
insulated copper conductor instead of 2x1.5 sq. mm. 
conductor. Including 6 pin (6/16 Amps) Socket and 16 
Amp Switch. One Point per circuit. 

13.00 Nos   
      

1.6 Providing & fixing 16 amp socket with same specifications 
above dedicated for Strong room. 2.00 Nos   

      
1.7 Providing & laying 6 Amp light plug point. With 2x2.5 Sq. 

MM  PVC covered copper conductor with 1x 1.5 Sq. MM 
PVC covered copper conductor for Earthing. The item 
Includes 1 NO 5 pin 6 AMP socket and 1 no 6 AMPs  
witch etc. complete. 

9.00 Nos   
      

1.8 Providing & laying 6 Amp LOOPED plug point. incl. socket 
and switch (double module) etc. complete. with 
specifications same as above. 

5.00 Nos   
      

1.90 

Providing & laying A.C. point. with  2x4.0 Sq.MM PVC 
insulated copper conductor & 1x2.5 PVC insulated copper 
conductor for earthing in M.S. Conduits as per standard 
manufacturer's enclosure comprising of 20 Amp Industrial 
Type two pin socket with scrapping earth  & 20 Amp 
SMPCB (C Series) 7.00 Nos   

      
1.1 Providing and fixing Computer points with 2x2.5 Sq. MM 

PVC copper conductor & 1x1.5 sq. mm. PVC insulated 
copper conductor for earthing including 4 Nos 5pin 6 Amp 
sockets, 1 Nos 6 amp switch & one 5 Amp indicator, 
complete with all necessary accessories. (all 4 sockets, 
switch and indicator to be considered as ONE POINT) For 
points on counter the switch and indicator to be located 
above the counter while sockets to be below the counter  
Maximum 2 points per circuit, Looped point to be paid 
saperately (each circuit to be controlled by one MCB). 

8.00 Nos   
      

1.11 Providing and fixing Computer points with same 
specifications as above BUT points to be LOOPED  with 
main point . 

5.00 Nos   
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1.12 Providing and fixing BELL POINTS on wall / partition with 

2x1.0 Sq. MM copper conductor in MS medium guage 
conduit (IS:9537) with call bell switch (Puch Type) 
including ANCHOR call bell TRESSA Multi Tune Bell etc. 
complete. 

2.00 Nos   
      

1.13 
Providing and laying telephone wiring with 3 pair 
telephone cable in 3/4" PVC conduit including all 
accessories with telephone sockets RJ-11 complete. 13.00 Nos   

      
1.14 Providing and fixing 10 Pair tag block of approved make. 1.00 Nos   

      
1.14 

Providing and fixing 10 pair telephone cable including 
termination points, in suitable pvc conduit in wall or 
saddled on wall as required.(Delton or equivalent) 40.00 Mtr   

      
2 MAINS PANEL     

1.0 Supplying after farbrication, floor cum wall, cubicle type 
fully compartmentalised dust and vermin proof panel with 
hinged type doors (except bus bar chamber which will  be 
bolted on all sides) made from 2 mm thick CRCA M.S. 
sheet, M.S. angle Iron, Properly welded & painted, with full 
length of 25x3 mm copper earth strip, cable & bus alleys 
as required including caution board interconnections 
earthing etc. Every switch/ MCCB/ MCB, 'C' Series in 
separate compartment.  

    
 Incomer:      
 i) 100 Amp. TP & N MCCB with 25 KA breaking capacity  - 

1 No.     
 ii) 4 strip copper bus bar of 25x6 mm2 full length, with 

heavy gauge color coded FRLS PVC sleeve covering by 
heat shrinking pressurized treatment, fixed on DMC/ SMC 
insulators. 

    
 iii) Phase indicator lamps cluster LED type (Red, Yellow/ 

Blue) with protection fuses.     
 iv) Analogue ammeter 250 Amps with ammeter selector 

switch and connected through suitable current 
transformers 250/5. 

1.00 Nos.   
 v) Analogue Voltmeter 500 Volts with voltmeter selector 

switch, 2 Amps HRC fuses with carriers.     
      
 Outgoing:     
 ii) 40 Amp, TPN MCB .1 Nos. (spare) for UPS Supply.     
 iii) 63 Amp. FP MCB, 'C' Series - 3 Nos ( spare-2).     
 iv) 100 Amps FP on load change over switch - 1 No. 

    
      

3 DISTRIBUTION BOARDS     
 All MCB to be "C" series     
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3.1 
Providing and fixing 6 way TPN double door DB for LIGHT 
POINTS with 40 Amps TPN MCB controlling 12 Nos. 10 
Amps SPMCBs. Complete. 1.00 Nos.   

      
3.2 

Providing & fixing 6 way TPN double door DB for POWER 
POINTS with 63 Amps TPN MCB controlling 7 Nos. 16A, 
SPMCBs. 1.00 Nos.   

      
3.3 

Providing and fixing 4 way TPN double door DB for AC 
POINTS with 63 Amps TPN MCB controlling 8 No 32 Amp 
SPMCBs for A.C Complete. 1.00 Nos.   

      
3.4 

Providing and fixing Industrial Socket and plug with 40 
Amp.SPMCB (C SERIES) including enclosure For UPS 
INPUT  1.00 Nos.   

      
3.5 Providing and fixing 40 AMP DP MCB including its 

enclosure for UPS output. 1.00 Nos.   
      

3.6 
Providing and fixing 12 way SPDB  double door type For 
UPS points with 1x32 Amps 300 mA DP RCBOs 
controlling 10 NO.10 A. SPMCB 1.00 Nos.   

4 CABLES      
4.1 

Providing and placing in position, testing and connecting 
1100 V grade XLPE insulated PVC sheathed armoured 
Alluminium cable 3.5x70 Sq.Mm conforming to IS 7098 
with 2 Nos 10 swg GI ECC by GI bar and saddles on wall/ 
floorpass through class B GI pipe. Cable to be from Meter   
to mains panel and to generator  50.00 Mtr.   

      
4.2 

Providing and laying 4x6.0 Sq.MM & 2 x 2.5 sq mm PVC 
coated copper conductors in MS conduits from Mains 
Panel to Various DBs. Including all necessary terminals 
etc. complete. 40.00 Mtr.   

      
4.3 

Providing & fixing 4x10 sq. mm.Coper Conductor in 2 mm 
thick MS conduit for UPS supply and A.C. D.B. including 4 
Sq. mm Copper conductor for earthing From panel to UPS 
& A.C D.B.including all accessories such as Saddles  etc. 
complete. 75.00 Mtr.   

      
4.4 

Providing and fixing 2x 6 Sq mm.Copper conductor for 
UPS supply  From UPS. To UPS DBs The item includes 
all necessary accessories such as Saddles cable glands 
etc. complete. 30.00 Mtr.   

      
5 Cable Terminations     
 

Supplying, connecting the end terminations with copper 
cable lugs, Single Compression Brass Cable Glands, 
Tapping, Crimping etc. complete.     

5.1 3.5 core 70 Sqmm All Ar. 2.00 set   



 
 

 
 

70 

5.2 4x6 Sq.MM Cu Conductor 8.00 set   
5.3 4x10 Sq.mm Cu Conductor 2.00 set   
5.4 2x6 Sq.mm Cu Conductor 2.00 set   
6 ELECTRICAL FIXTURES      
 

Item includes Providing, assembling, fixing, testing & 
commissioning Following Fixtures including all 
accessories & extension chords as maybe necessary 
complete. All CFL / Flurescent fixtures (except down 
lighters) to be hung from the RCC ceiling by 20 KG grade 
adjustable GI chain & in NON False ceiling area they are 
to be hung by appropriate Down Rods.     

      
6.1 

Providing and Fixing Recessed mounted direct indirect 
high performance decorative luminaire of PHILIPS FBS 
580/236 CNP D6 MM EBS  with 2xPL L 36W CFL Lamps 30.00 Nos   

      
6.2 Providing and Fixing wall fans. 400mm sweep  15.00 Nos   

      
6.3 Supplying & fixing ceiling fans.1200mm Dia double ball 

bearing Crompton, bajaj. 2.00 Nos   
      

6.4 
Supplying & Fixing of exhaust fan heavy duty industrial 
type 300 mm sweep with 1400 RPM. HAVELLS Turbo 
Force with external gravity louvers  4.00 Nos   

      
6.5 

Providing and Fixing Spot lights for 18 watts CFL fixtures 
PHILIPS FBH 145/218 L super low depth recessed 
downlighter including the 2x 18 watts CFL  18.00 Nos   

      
6.6 Halogen Spot Light 8.00 Nos   

      
6.7 Providing and fixing tube fittings 4'-0" long PHILIPS TMS 

2005/140 including 1xTL 20 W lamp 20.00 Nos   
      

6.8 Providing and fixing tube fittings 2'-0" long PHILIPS TMS 
2005/120 including 1xTL 20 W lamp 2.00 Nos   

      
6.9 Providing and Fixing Decorative Wall lamps (Decon / 

Ankur or Equivalent) including Fixture and lamp complete  4.00 Nos   
      

6.10 
Providing and fixing Music system C.D. Player (AHUJA) 
including all (10 Nos) AHUJA speakers (CF562T), AHUJA 
DECK-  BMG-800, wiring etc. complete. Including PA 
Microphone System Equipped with amplifier & voice 
Override facility.  1.00 Nos   

      
6.11 Providing and fixing Air curtain at the entrance concealing 

within false ceiling 1500 x 600 1.00 Nos   
      

 TOTAL ELECTRICAL      
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7 DATA CABLING     
 

The cabling is to be done through Bank approved Vendors 
only. The contractor to installation certicifate as per Bank's 
requirement.     

      
7.1 

Providing and fixing data points with AT & T make CAT-6 
UTP cable from system room  to individual points in 20mm 
PVC conduit fixed on wall, ceiling, partition.Item includes 
providing and fixing IOU (information outlet unit) of AT & T 
make including squre face plate MS housing box with RJ-
45 socket etc complete.Each point to be marked with 
ferrules. 13.00 Nos   

      
7.2 Providing and fixing JACK PANEL of 16 ports complete. 1.00 Nos.   

      
a Providing and fixing Mounting cords one per port.     
i) for 3'-0" long 13.00 Nos.   
ii) for 7'-0" long 13.00 Nos.   
      

7.3 P/F mounting rack for JACK PANELS and HUB. 1.00 Nos.   
      
 TOTAL DATA CABLING      
      
      
      

8 Fire Alarm System     
8.1 Supplying and fixing PVC insulated Armoured copper 

conductor cables as required.     
i 2x1.5 Sq.Mm 250.00 R.Mtr   
ii 2x4 Sq.Mm 150.00 R.Mtr   
      

8.2 Supplying, Indtallation, connection, testing & 
commissioning the following the following:     

      
i SMOKE DETECTOR (Optical type Edward/ system 

server/ appolo/ Wizward make) 30.00 Nos   
      
ii HEAT detector (Rate of Rise cum fixed type Edward/ 

system server/ appolo make series 60) 2.00 Nos   
      

iii Electronic Hooter (30Mtr. Range) in suitable Box. 2.00 Nos   
      
 

The LED of the above detectors should constantly blink 
when the system is ON and should constantly glow when 
actuated     

      
8.3 

Supplying, Installation, connection, testing AN 
commissioning of MANUAL CALL pushses with Hammer 
in suitable MS box as required. 6.00 Nos   
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8.4 
Supplying, Installation, connection, testing AND 
commissioning of response Indicators with LED Display to 
be attached with the detectors as required. 10.00 Nos   

      
8.5 

Supplying, Installation, connection, testing AND 
commissioning of Automatic FIRE control Panel TWO 
ZONE of  ALPHA / PRECISION Makes. 1.00 Nos   

      
8.6 Photo Luminiscent Exit Signs (Self Glowing) Green in 

colour of make. 300x150mm 4.00 Nos   
 TOTAL FOR FIRE ALARM SYSTEM      
      

9 AIR CONDITIONING     
 

Air conditioning work to include providing, fixing, testing, 
commissioning, outdoor & indoor. The outdoor units to be 
need on M.S. Frame fixed on outside. Any expenses 
involved in clearance that may have to be taken shall be 
included in the rate. The work includes all necessary civil, 
minor carpentry works. The Brands to be HITACHI, 
VOLTAS, Carier Aircon.     

      
9.1 

Providing, fixing, Testing and Commissioning 1.0 Ton 
High Wall Mounted split AC including Out Door and indoor 
Units, All Refrigerent Pipes including their Insulations, 
25mm dia PVC Drainage pipes in Walls / ceiling including 
chasing walls and making them NEAT later. Iten includes 
hanging indoor units at appropriate locations and testing 
and taking drains out as directed by architect / Employer. 2 Nos   

      
9.1 

Providing, fixing, Testing and Commissioning 1.5 Ton 
High Wall Mounted split AC including Out Door and indoor 
Units, All Refrigerent Pipes including their Insulations, 
25mm dia PVC Drainage pipes in Walls / ceiling including 
chasing walls and making them NEAT later. Iten includes 
hanging indoor units at appropriate locations and testing 
and taking drains out as directed by architect / Employer. 1 Nos   

      
9.2 

Providing, fixing, Testing and Commissioning 2.0 Ton 
High Wall Mounted split AC including Out Door and indoor 
Units, All Refrigerent Pipes including their Insulations, 
25mm dia PVC Drainage pipes in Walls / ceiling including 
chasing walls and making them NEAT later. Iten includes 
hanging indoor units at appropriate locations and testing 
and taking drains out as directed by architect / Employer. 5 Nos   

      
9.3 

ADDITIONAL charges for refrigerent Piping over and 
above the standard pipe length. The cost to be inclusive of 
insulation etc. The pipes are NOT to rest on FALSE ceiling 
They are to be either Hanged from ceiling or Fixed to the 
Walls.  70 R.Mtr   
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9.4 

Providing & fixing timer switch for switching power 
alternatively between two ACs, Timer will be Analogue dial 
type adjustable TIMER switch which is adjustable over 24 
hrs with 15 minutes intervals & is to have 1 NO+1NC 
(20A) contact. Timer will have its own backup battery & 
will be enclosed in 16 gauge MS box with acrylic lid 
together with suitable connector block. (ABB/ MDS / L&T) 1 Nos   

      
9.5 

Providing and fixing Stabilisers for AC 4 KVA with 3 step 
relay and TDR with input voltage range of 140-280 and 
output to be 230 V. 3 Nos   

      
9.6 

Providing and fixing Stabilisers for AC 5 KVA with 3 step 
relay and TDR with input voltage range of 140-280 and 
output to be 230 V. 5 Nos   

      
9.7 

Providing and fixing MS Cages for AC Condensing Units 
To be hanged Outside.The Cages to be Grouted in ceiling 
OR walls as the case maybe. The Cages to have 
shuttered openings which are lockable. All the cages to be 
painted in synthetic enamel after preparing base. 8 Nos   

 TOTAL FOR AIR CONDITIONING      

      
      
      
      

 
S  U  M  M  A  R  Y 

 

 
    

 

 
    

 

 SUB TOTAL FOR INTERIOR AND FURNISHING   Rs.   

      

 SUB TOTAL ELECTRICAL WORKS   Rs.   

       

 SUB TOTAL DATA CABLING   Rs.   

      

 SUB TOTAL FOR FIRE ALARM SYSTEM   Rs.   

      

  SUB TOTAL FOR AIR CONDITIONING   Rs.   

      

  TOTAL   Rs.   

      

      

 DISCOUNT IF ANY   Rs.   

      

 G. TOTAL   Rs.   
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